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Foreword 

This manual is for programmers and users of the Programmed Data 
Processor-4, a high speed, stored program, digital computer manufac- 
tured by the Digital Equipment Corporation. Chapters 2 and 3 contain the 
detailed information necessary to make use of the machine. Chapter 1 
summarizes the machine’s electrical and logical design. Chapter 4 pre- 
sents information helpful in making the electrical connections to input- 
output devices. Appendices provide detailed data which may be helpful 
in specific programming assignments. Although program examples are 
given in this document, no attempt has been made to teach programming 
techniques. However, Appendix 4 explains the meaning and use of special 
characters used in the programming examples. 
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CHAPTER 1 

SYSTEM DESCRIPTION 


Summary 

The Digital Equipment Corporation Programmed Data Processor-4 (PDP-4) 
is designed to be the control element in an information processing system. 
PDP-4 is a single address, parallel, binary machine with an 18-bit word 
length using l’s or 2's complement arithmetic. Standard features of the 
machine are stored program operation, a random access magnetic-core 
memory, a complete order code, and indirect addressing. 

Flexible, high-capacity input-output capabilities of the PDP-4 enable it to 
operate in conjunction with a variety of peripheral devices, such as per- 
forated-tape readers and punches, punched-card readers and punches, 
Teletype printer-keyboard, line printers, magnetic tape transports, and 
analog-to-digital converters. 

The machine is completely self-contained, requiring no special power 
sources, air conditioning, or floor bracing. From a single source of 115- 
volt, 60-cycle, single-phase power, PDP-4 produces circuit operating dc 
voltages of —15 volts (±1) and +10 volts (±1) which are varied for mar- 
ginal checking. Total power consumption is 900 watts. It is constructed 
with standard DEC 4000 series system modules and power supplies. 
Solid-state components and built-in marginal checking facilities insure 
reliable machine operation. 


System Description 

The basic PDP-4 system is shown diagramatically in Figure 1. Three por- 
tions of the system are delineated according to function: the Arithmetic 
and Control Element, the Interface, and the Input-Output Equipment. 
Information originates not only from peripheral devices but can be entered 
manually and modified at the Operator Console. 
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Figure 1 PDP-4 System with Real-Time Connection 


ARITHMETIC AND CONTROL ELEMENT 

J u he PPe/aioj Console, Internal Processor, and Core Memory constitute 
the Arithmetic and Control Element. The Internal Processor carries out 
the arithmetic and logical operations and controls the Real-Time Connec- 
tion and the Core Memory. Binary arithmetic with a fixed point is employed 
The optional Extended Arithmetic Control Unit, Type 22, gives PDP-4 a 
multiply, divide, and arithmetic shifting capability without’the use of sub- 
routines. 


The Console is used to observe and control the action of the program and 
the Internal Processor, and to alter the contents of Internal Processor 
registers. The contents of Core Memory can be examined or new infor- 
mation deposited. All Internal Processor registers are displayed 
continuously. K 3 

Memory capacities of from 1,024 to 32,768 words are available for PDP-4 
The cycle time (the time required to read information from memory and 
rewrite information back into memory) is 8 microseconds. The access 
time (the time required to read information from memory) is 2 micro- 
seconds. In the event of power failure, the contents of the Core Memory 
remain unaltered. See Chapter 2 for detailed functions of the Arithmetic 
and Control Element. 


INTERFACE 

The Real-Time Connection, furnished as standard equipment, provides 
communication between the Internal Processor and the Perforated-Tape 
Reader, the Perforated -Tape Punch and Control, Type 75, and the Printer- 
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Keyboard and Control, Type 65. The Real-Time Option, Type 25 gives the 
system the additional capability to operate efficiently over a wide range 
of information handling rates (from seconds per event to 125,000 words 
per second) and with a large variety of input-output devices (see Figure 2). 
The Real-Time Option consists of a Device Selector, an Information Col- 
lector, an Information Distributor, an Input-Output Skip connection, a 
Program Interrupt facility, a Data Interrupt facility, and a Clock/Timer. 
See Chapter 3 for details of functions. 
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Figure 2 — PDP-4 System with Real-Time Option 


THE DEVICE SELECTOR consists of decoding elements to select and 
establish the state of an external device when the program issues an 
input-output transfer instruction. The direction of information transfer 
(in or out of the Internal Processor) is controlled by signals produced 
by the Device Selector. Up to 64 input-output devices can be selected 
and these, in turn, may cause the selection of many more. The stand- 
ard Device Selector has provisions for twenty selector elements. 

THE INFORMATION COLLECTOR receives information from input 
devices (selected by the Device Selector) and transfers the informa- 
tion to the Internal Processor. Up to 18 bits of information can be 
collected simultaneously; 8x18 bits of information may be collected, 
broken into variable-sized words. 
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The Perforated-Tape Reader (top) and Printer-Keyboard (bottom). 


THE INFORMATION DISTRIBUTOR distributes information from the 
internal Processor to all output devices. Only the output device se- 
lected (or addressed) by the Device Selector samples and reads in 
the information contained in the Information Distributor. Up to 8 x 18 
bits may be distributed. 

THE INPUT-OUTPUT SKIP CONNECTION provides a program skip 
instruction conditioned by the state of a given input-output device 
logic line. The instruction following the skip instruction will not be 
executed if the line is a 1. Eight skip conditions may be sampled. 

THE PROGRAM INTERRUPT permits one of 11 lines (conditions) or 
input-output devices to interrupt the program and initiate a sub- 
routine which may return to the original program when the cause for 
interruption has been processed. The machine state is preserved 
during a Program Interrupt. This type of interrupt is suited for in- 
formation or event rates in the range of 0 to 2,000 cycles per second. 

THE DATA INTERRUPT allows a device to automatically interrupt the 
program and deposit or extract data from the Core Memory at an 
address specified by the device. The Data Interrupt is suited for high 
speed information transfers; up to 125,000 18-bit words may be 
transferred per second. 

THE CLOCK/TIMER produces a signal which increments a Core Mem- 
ory register at a rate of 60 cycles per second. When the register over- 
flows, a Program Interrupt occurs. 


INPUT-OUTPUT DEVICES 

All of the input-output devices are optional except the Perforated-Tape 
Reader. 

THE PERFORATED-TAPE READER senses 5-, 7-, or 8-hole perforated- 
tape at the rate of 300 lines per second. Either one line of tape (alpha- 
numeric) or 3 lines of tape (binary word) may be read. 

THE PERFORATED-TAPE PUNCH AND CONTROL, TYPE 75, per- 
forates 5-, 7-, or 8-hole paper tape at a rate of 63.3 lines per second. 

THE PRINTER-KEYBOARD AND CONTROL, TYPE 65, includes a 
Teletype Model KSR-28 Printer and Keyboard with an allowable input 
or printing rate of ten characters per second. Typed information may 
be monitored by a program. A program may print information. 

THE PRECISION CRT DISPLAY, TYPE 30, displays data on a 914" by 
9!4"area. Information is plotted point by point to form either graphical 
or tabular data. Operation of this device requires the Real-Time Option. 

THE LIGHT PEN, TYPE 32, is a photoelectric device which detects 
information displayed on the Type 30 Visual CRT Display. Upon signal 


9 



instructionf h Re P q e u7rIsR C eTfimTo^on S ° Ut previous, y Programmed 

operate devices^/ higher 1 po’wet^ ratine 4 fh Pr ° V i deS contacts which 
contacts, which open and dose fl he re T have form “D" 
Requires Real-Time Option. approximately 3 milliseconds. 

THE PROGRAMMED MAGNETIC TAPE CONTROi tvpc 
up to four Magnetic Tape Transports TvnpRn S I YPE 54, controls 
from or written on the tape. The for'ma^on^hp n f formatlon ls re ad 
grammed to be compatible with IRM tTnl £ the tape ma y be Pro- 
6 + 1 » 

Pnjgrammed^Magnetic Tap.CortroPfy^M 5 °' are used wi,h ‘he 

2r R .Kr„r L ' «■ *«•> 

may print one of 64 charactereSoadn^fnr P6 J -' ne ' Each column 

punched format tape in the PrinterOncl fy-!? 4 |s controlled by a 

per § cent of® program' ^fngfime V 

™ »SS5 'niSfcSJS.S 4 i' 4 - T r * tes »• ■ «* •> 

information may be read in alpha numS? n u- mn byco,umn - Column 
numeric mode converts the 12-bit HnltHfh rw 3 ^^ 6, The a, P ha - 
the six-bit binary-coded decimal rnni er ^ Cod 5 of one co,urr| n into 
The binary mode reads a 19 hit i 0de code validity checking 
proximately one per cen?of a into the ™ p -4- Api 

required to read the 80 columns nf infn d program running time is 
minute rate. Req^es La^Ce Oplion m8t '° n at the 200 cards per 

stand^d '^^M'^p^ < 523 ^™iy EE ^ ™**es the operation of a 
punched row by row at a rate oHOO W ' th PDP ' 4 ' Cards are 

0.3 per cent of program running time k « Per m J" ute ' Approximately 
Punch at the 

PROGRAMMING AIDS 

Several programs are supplied with each PDP a tn * *. 
in routine tasks. They include: The PDP 4A«emhh d 1 the pr °g ra mmer 
debugging tape, double-precision flrMtinA^T by Pr °gram, the DDT-4 
routines, a tape reproducer punch rniitin? P °' nt routines, maintenance 
an algebraic compiler, and a floating point funct?n^ debuggin S routine, 
enable various functions such as tori x? program which will 
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CHAPTER 2 

ARITHMETIC AND CONTROL ELEMENT 

In this chapter the functions of the Arithmetic and Control Element are 
described in detail. The operations of the machine instructions are ex- 
plained and listed. 

Functions 

INTERNAL PROCESSOR 

The Internal Processor performs arithmetic operations, controls memory 
access, and handles information entering and leaving the machine. It 
consists of the Information Processor Control, which oversees all activities, 
and six registers: Accumulator, Link, Memory Buffer, Memory Address, 
Instruction, and Program Counter. The elements of the Internal Processor 
are shown within the broken line in Figure 3. 
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Figure 3 — Arithmetic and Control Element 
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MEMORY 


The memory contains stored information for processing, and the instruc- 
tions of the program being run. Memory capacities of from 1,024 to 32,768 
words are available in PDP-4. Standard models PDP-4A and PDP-4B come 
with 1024-word and 4096-word memories, respectively. The two models 
are identical in all other respects. The smaller memory has a 32 by 32 by 
18 core array, the larger a 64 by 64 by 18 core array. A Memory Module 
Type 17, containing a 64 by 64 by 18 core array may be added to PDP-4B 
to give it an 8192-word capacity. With the addition of the Magnetic Core 
Memory Extension Control Type 16, memory modules may be added to 
build a memory of 32,768 words. Further increase in storage capacity can 
be gained by adding the Magnetic Drum System Type 24, available in 
three capacities: 16,384, 32,768, and 65,536 words. 

OPERATOR CONSOLE 

The Operator Console contains all the switches and controls necessary to 
run the machine, and lights which indicate the current status of the In- 
ternal Processor. The functions of the lights and controls are described 
in the following tables. 
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Function 


address 


ACCUMULATOR 


POWER 


SINGLE STEP 


SINGLE INSTRUCTION 


REPEAT 


SPEED 


Conso le Light 


fhp S m UP 0f 13 switches which establishes 
™ em °ry address for the START fy 
AMINE, and DEPOSIT operations ' EX ' 

A group of 18 switches, the setting of which 

by t e he m D n E e poslT WOr ^ nr® plaCed ip memor y 
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Will step the program one cycle at a time. 
Causes the computer to stop at the comnip. 
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When bot P h r Ses ne a'“^ G tE IVTp 

tIon. precedence over SINGLE INSTRUC- 

by the setting of the SPEED knobs 

Two controls t h a t vary the REPEAT interval 

seconds^ThP™?*^, 40 mlcrosec °nds to 8 
econds. The left knob is a five-Dositinn 

variabteflne 01 ’ ^ right knob a continuously 
variable fine control. For both knobs, slowest 

speed is obtained in extreme left position. 1 
indication 


ACCUMULATOR 
MEMORY BUFFER 


MEMORY ADDRESS 
INSTRUCTION 
PROGRAM COUNTER 


FETCH, DEFER, EXECUTE, BREAK 


The contents of the AC. 

The contents of the MB. 

The contents of the Link. 

The contents of the MA register. 

The contents of the JR. 

The contents of the PC. 

The computer is executing instructions. 

ory 6 cycle ary State of the " 8 *‘ mem- 


Function 


Console Key 

START Starts the processor. The first instruction is 

taken from memory cell specified by the 
setting of the ADDRESS switches. The 
START operation clears the AC and Link, 
and turns off the Program Interrupt. 

STOP Stops the processor at the completion of the 

memory cycle in progress at the time of key 
operation. 

CONTINUE Causes the computer to resume operation 

from the point at which it was stopped by 
the last previous operation of STOP or one 
of the EXAMINE or DEPOSIT keys. Besides 
the normal off and momentary on positions, 
CONTINUE has a latched on position ob- ^ 

tained by raising the key instead of de- 
pressing it. 

EXAMINE Places the contents of the memory cell 

specified by the ADDRESS switches in the 
AC and MB. The contents of the ADDRESS 
switches appear in the MA. The PC contains 
the address of the next cell. 

EXAMINE NEXT Places the contents of the cell specified by 

the PC in the MB and AC. The C(PC) are 
incremented by one. The MA contains the 
address of the register examined. 

DEPOSIT Deposits the contents of the AC switches in 

the memory cell specified by the ADDRESS 
switches. The C(AC switches) remain in the 
AC and MB. The contents of the ADDRESS 
switches appear in the MA. The PC contains 
the address of the next cell. 

DEPOSIT NEXT Deposits the contents of the AC switches in 

the memory cell specified by the PC. The 
C(PC) are then incremented by one. The 
C(AC), C(MB), and C(MA) are the same as 
for DEPOSIT. 


Control States 

The PDP-4 operates in one of four primary control states during a memory 
cycle: Fetch, Defer, Execute, or Break. The next control state is established 
at the completion of the current one. All states except Break are deter- 
mined by the instructions themselves. 

FETCH: A new instruction is obtained when this state occurs. The 
contents of the memory cell specified by the PC are placed in the MB, 
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Figure 5 — Memory reference instruction format 
INDIRECT ADDRESSING 

When indirect addressing is specified, the address part (bits 5-17) of a 
memory reference instruction is interpreted as the address of a cell con- 
taining not the operand, but the address of the operand. Consider the 
instruction add A. Normally, A is interpreted as the address of the ceil 
containing the quantity be be added to the AC. Thus, if cell 100 contains 
the number 576, the instruction 

add 100 

will cause the quantity 576 to be added to the AC. Now suppose that cell 
576 contains the number 1135. The instruction 

add i 100 

(where i signifies indirect addressing) will cause the computer to take the 
number 576, which is in cell 100, as the effective address of the instruction, 
and the number in cell 576 as the operand. Hence this instruction will 
result in the quantity 1135 being added to the AC* 

If, when indirect addressing is indicated, the memory cell addressed by 
the instruction is one of those in locations 10-17, the contents of that cell 
are incremented by one and the result taken as the effective address. 
This feature is called auto-indexing. If memory cell 12 contains the number 
200, the instruction 

add i 12 

will cause the number in cell 200 + 1 to be added to the AC. 

l’S COMPLEMENT ARITHMETIC 

When two numbers are added together in l’s complement arithmetic 
(see add instruction in following table), a 1 carried out of the high-order 
position will be added to the low-order digit, as follows: 

110101001100011 
011001010111101 
r l 001110100100000 

V ... ■■■ 

001110100100001 
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memory reference instructions 

Explanation of Special Terms 


A ( -l p I “ nte ntsofA 
V > 8 a replaces B 
Y 1 ' 4 bits 1 - 4 of Y 
J I a given bit in Y 


^ exclusive OR 
v inclusive OR 
A AND 

l’s complement of A 


mnemonic codf L 


OPERATION 


dzm Y 


add Y 


int0 the AC - 

C 00=>C(AC). 

Deposit AC. The CfAn\ „ 
the memory cell at lorS v $ e P° sit ed in 
C(Y) are lZ; ft. &ZS?*- Th ? ^ 
C(AC) => C(Y) (AC) are unc hanged. 

i D n eP m °e S l 2 ^, M Y e 7 h T 2ero * d ~ d 

to the C(Ac™fu™7; Ji he ° (V) are added 
The result is left in theAC^ e H t tt nthmetiCi 

^UnMsselto™ 6 CTO « 

C(Y) + C(AC)i>c ( Acr rfl0W - (SeeteXt) - 
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mnemonic 

SYMBOL 


OCTAL 
CODE 
(BITS 0-3) 


TIME 

( M sec) 


OPERATION 

Two’s complement Add. The C(Y) are 
added to the C(AC) in 2's complement 
arithmetic. The result is left in the AC and 
the original C(AC) are lost. The C(Y) are_ 
unchanged. A carry out of the Obit com- 
plements the Link. 

C(Y) + C(AC) => C(AC). 


xor Y 24 16 Exclusive OR. The logical operation Ex- 

clusive OR is performed between the C(Y) 
and the C(AC). The result is left in the AC 
and the original C(AC) are lost. The C(Y) 
are unchanged<te>Corresponding bits are 
compared independently. 

C(Yj) V C(ACj) => C(ACj). 


Example 



and Y 50 16 AND. The logical operation AND is per 

formed between the C(Y) and the C(AC) 
The result is left in the AC, and the orig 
inal C(AC) are lost. The C(Y) are un 
changed. Corresponding bits are com 
pared independently. 

C(Y j) A C(ACj) => C(ACj) 


Example 


C(AC)j original 

C(Y)i 

C(AC)j final 

0 

0 

0 

0 

1 

0 

1 

0 

0 

1 

1 

1 


sad Y 54 16 Skip if AC is Different from Y. The C(Y) 

are compared with the C(AC). If the num- 
bers are the same, the computer proceeds 
to the next instruction, if the numbers 
are different, the next instruction is skip- 
ped. The C(AC) and the C(Y) are un- 
changed. 

If C(AC) t* C(Y) then C(PC) + 1 => C(PC). 
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OPERATE CLASS 


The instructions of the Operate class require one cycle for their execution. 
The octal code (bits 0-3) for this class is 74. The operations specified by 
bits 4-17 are called micro-instructions. The functions of each micro- 
instruction are described in the following table. The Event Time indicates 
when the operation is performed in the course of the cycle. Times 0, 1, 
and 2 occur in that order in the latter part of the cycle. 

Except for the restrictions indicated at the end of the table, micro- 
instructions may be combined in a single instruction. The bit assignment 
of the Operate class micro-instructions is shown in Figure 6. 


Figure 6 — Operate class instruction — bit assignment 


MNEMONIC 

SYMBOL 

OCTAL 

CODE 

EVENT 

TIME 

OPERATION 

opr 

740000 


Operate. Indicates the Operate class. When 
used alone, performs no operation; the 
computer proceeds to the next instruction. 

cla 

750000 

2 

Clear AC. The AC is cleared to 0. 

0 => C(AC). 

cma 

740001 

3 

Complement AC. Each bit of the AC is com- 
plemented. 

C(AC) => C(AC). 

ell 

744000 

2 

Clear Link. Link is set to 0. 

0 => C(L). 

cml 

740002 

3 

Complement Link. C(L) => C(L). 



-VV 

^ £;Sense 

ssiiitg ?t'p : 

Ma t 

i 


Ma Bap 

ISSS 


msmm ii 

snl szasmahlt rar rai oascmlc 
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or ivibul cnnr 


740010 


742010 

740020 


rtr 742020 

oas 740004 


— 1 

rotated feft one' p} a h c\ C(AC and the C(L) are 

C(ACj) => CCACj^) 

C(AC 0 )=>C(L). C(L) => C(ACi7> 
successive ra |^ aces Left - Equivalent to two 

rotated one R pf a h c e yight CCAC) ^ the C(L) are 

CCACi) => C(ACj_j) 

C(L) => C(ACo) 

C(AC I7 ) =>C(L) 

equivalent^) two^ucceSHe rarY" ‘ aken is 

IfHsS 

C(AC Switches) V C(AC) => C(AC). 


sma 740100 1 


s P a 741100 i 


sza 740200 i 


sna 741200 i 


C(AC)j original 
0 
0 
1 

1 I 


Example 


C(AC), final 
0 
1 
1 
1 


Skip if Minus AC. If the AC *• 

next instruction is skipped negat,ve ’ the 
If ACo = 1, then C(PC) -f l*=> C( PC) 

next 

lf Ac " = °- then C(PC) + 1 => C(PC) 

st nextin . 
If C(AC) = 0, then C(PC) + 1 => C (PC). 

Skip if Non-zero AC. 

If C(AC) * 0 , then C(PC) + 1 => C(PC) 
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mnemonic 

SYMBOL 

OCTAL 

CODE 

EVENT 

TIME 

OPERATION 

snl 

740400 

1 

Skip if Non-zero Link. If C(L) is 1, the next 

instruction is skipped. 

if C(L) ^ 0, then C(PC) + 1 => C(PC). 

szl 

741400 

1 

Skip if Zero Link. 

If C(L) = 0, then C(PC) + 1 => C(PC). 

hit 

740040 

immedi- Halt. Stops the computer, 
ately after 
the comple- 
tion of the 
cycle. 


If skips are combined in a single instruction, the Inclusive OR of the con- 
ditions to be met will determine the skip. For instance, if both sza and snl 
are indicated (octal code 740600), the next instruction will be skipped if 
either the AC is zero or the Link is non-zero, or both. 

If ral or rar is specified, cma, cml, oas may not be specified, and conversely. 
If rtl or rtr is specified, cma, cml, cla, ell, oas may not be specified, and 
conversely. 

THE INSTRUCTION, law 

The octal code for this instruction is 760000. Bits 5-17 are used to specify 
a quantity to be placed in the AC. The effect of the law instruction is to place 
itself in the AC. 

law Y 76 8 Msec Load AC With law Y. 


INPUT-OUTPUT TRANSFER CLASS 

The instructions in this class are used to effect information transfers 
between the Internal Processor and external devices, via the Interface. 

iot 760000 8 Msec Input-Output Transfer. Bits 4-13 of an iot 

instruction determine the device and sub- 
device to be selected. The presence of a 1 in 
bit 14 will cause the AC to be cleared at 
Event time 1. Bits 15-17 determine when 
pulses are to be sent to the selected device. 

The bit assignment of the iot instruction is shown in Figure 7. The instruc- 
tions of the iot class are described in Chapter 3. 
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CHAPTER 3 


INPUT-OUTPUT EQUIPMENT 
FUNCTIONS AND PROGRAMMING 

PDP-4 is capable of operating with the ten input-output devices described 
in Chapter 1 and with a variety of others. The computer can operate with 
most of the devices simultaneously. The Interface, consisting of the Real- 
Time Connection or the Real-Time Option, issues commands to the devices, 
monitors their state of availability, transfers information to them, and 
receives information from them. Since the Internal Processor can store 
or read out data much faster than the devices can operate, the Interface 
and the individual devices provide buffering to minimize the amount of 
program time consumed in transfers. 

The Real-Time Connection, furnished as standard equipment, provides 
communication between the Interna! Processor and the Perforated-Tape 
Reader, the Perforated-Tape Punch, and the Keyboard-Printer. The Real- 
Time Option, Type 25, gives the system the additional capability to operate 
efficiently over a wide range of information handling rates, from seconds 
per event to 125,000 words per second, and with a large variety of input- 
output devices. The Real-Time Option consists of the Device Selector, the 
Information Collector, the Information Distributor, the Input-Output Skip 
Facility, the Program Interrupt Control, the Data Interrupt Control, and 
the Clock/Timer (see Figure 8). 

The coupling of input-output equipment to PDP-4 is similar for all devices. 
The electrical characteristics of the coupling are discussed in Chapter 4. 
The logical functions and programming instructions are given below. 

Input-Output Commands 

DEVICE SELECTOR (DS) 

The input-output transfer (iot) augmented instruction causes the Interface 
to produce pulses which select 10 devices and transfer information. Upon 
receipt of an instruction, the Device Selector in the Interface performs one 
of the following functions: 

(a) Starts a device (e.g.asks for a line of perforated tape to be read and 
assembled into a word, a card to be moved to a reading or punching 
station, etc.) 
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the AC, through the f |nformatio^ 0 C^fector bUffer ° f an inptJt device to 
tributop^to^hVbuffer^f^'n'Qyf^Jj j^9' e ^ rou gh the Information Dis- 
abilify nS6S the fla * s > associated with a device to determine its avail- 

for a R ddlo S na h | e action. TheSS C ° mmands dismiss a device without asking 
The flags referred to above are cbnai 

Pro°c n e« m ? leti0n of its ass igned tSk Thifwh^ by a " extema ' device 
Processor to resume its arithmetir nn «» S technique allows the Internal 

] f KSX 

• j ' s avai,at ^ e Arrthmetfo and° Contm| C Elem S ent CUrre< ^ , information 

(c) an alarm condition exists. 

! T , , information collector (IC) 

18-bit word inpiIrtdev^rTtwACmu^^t' 90 ^ 0 be co,lected tram eight 

i 

cla Clear the AC (AC must equal 0) 

; saa- - -« .. <ZExxsr,zsxi>. 
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\'P-S *;• 



DEVICE 

SELECTOR 


•; X7Z --TOT Pulses 
. ; , From Pp (8X18 Max) 
From Input Data Lines (8 X I! 

: Devices---, .,s, -• •• — 

t'From : ID; v - ' / ' ;3 


INFORMATION 

COLLECTOR 


10 STATUS 


INFORMATION 

DISTRIBUTOR 


.Selected I0f,3' ? 
Pulses (8)^;-^ 


INPUT 

OUTPUT 

SKIP 


From 10 Device 


PROGRAM 

INTERRUPT 

CONTROL 


REAL 

TIME 

CLOCK 


DATA 


INTERRUPT 


DATA 

INTERRUPT 

ADDRESS 


DATA 

INTERRUPT 

INFORMATION 


DATA 

INTERRUPT 

INFORMATION 

(out) 













Th. I f * INF ORMATION distributor (ID) 

to each outputdevfce ' requV^TAcfnfomat*' 0 ‘‘n contained <n the AC 
Information Distributor us ine th P ' tl0n ' The devices sample the 
Device Selector. The program steps^tr^ 0 ^ 0 ' 1 ^ P ulses from the 
particular memory cell are: * ansmitting information from a 

,ac Y Load the AC with C(Y) 

iot transmit ThTinT'^T ° UtPUt *° PrePare f ° r informati °n 

inp^XTdevi' ^ e Samp,ed and ^ - the register of the 

in one instruction)^ 5 ™ ay be m,cro Pmgrammed together 

The, ♦„ input -° ut put SKIP FACILITY (IOS) 

!C to t ip (or branch > 

fn PH'ses from thrfe^ a :» i"P“ts to the' 


program interrupt CONTROL (PIC) 

It is used fcTspeeTtf^ the program 

to allow certain alarm conditions to be sens B H tP h Ut l eV ' Ce lnf ormation, or 
terrupt may be enabled or disabfed b^ th e progra^r ® C ° mpUter ' The 

Link nr.'CjK'"?; totfoMJ (bits Counter and the 

the interruption, for removing the cSnditTon the si S na| Gausing 

original program. g condition, and for returning to the 

th A 9 n° gram 1 nterru pt ^s^ven P f o?lowed e ^°th ed; iot signal to ^-enable 

remfp°?° a Th . e interru Pt program will then restmf 7f C * p°' jmp indirect 0, 
request is waiting, it will be se^iced T aftAr th ^^^ rogram ^terrupt 

second interruption condition occurs and the intL 620 ? 00 mstrLJcti °n. If a 

the signal will have no effect' that is th«^ - n *. erru Pt program is running 

The S TAR t key disables the Program ^Interrupt^vstH 6 ° f 

for the program interrupt are: ® interrupt system. The iot instructions 

'Of - 700002 - Disable the Program Interrupt 
lon - 700042 - Enable the Program Interrupt 


INPUT- OUTPUT STATUS INSTRUCTION 


The iors (in-out read status) instruction, 700314, enables the status of ail 
in devices to be read into the AC and sampled. Various 10 device states 
are indicated by the presence of a 1 or 0 in the bit positions allocated for 
that device (see Figure 9). 



0 Program' Interrupt On. 
Tape Reader flag- 

\ / Type Out Flag 

Clock ,pyferflow''hag' 
'Clock 'Enabled; 

Magnetic. T apelntenrupt; 

5 ' v- 


Figure 9 — Input-Output Status instruction, bit assignment 


CLOCK/TIMER 

The Clock produces a pulse every 1/60 second (16.6 milliseconds) which 
temporarily interrupts the program (in the same manner as the data 
interrupt) and a 1 is added to the contents of memory cell 7 using 2's 
complement addition. If the contents of memory cell 7 are 0 after the 
addition, the Clock flag is set to 1, which initiates a Program Interrupt if 
the Interrupt is on. Depressing the START key on the Operator Console 
clears the Clock flag and disables the Clock. The iot instructions associated 
with the Clock are: 

csf — 700001 — Skip the next instruction if the Clock flag is a 1 
cof — 700004 — Disable the Clock and clear the Clock flag 
con — 700044 — Enable the Clock and clear the Clock flag 

Register 7 is identical to other core memory registers, that is, its contents 
may be examined or modified. By presetting register 7 to a number, a 
Program Interrupt will occur when the register overflows after a timed 
interval. 
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Input-Output Devices 


»S- “ ss«ss? «— * ». 

Perforated-Tape R ead P r a Keyb0ard a "d Control A T^ Tape p “"ch and 

•< '"^easing SgS? SSSS6^ “«» S.1% 

PRECISION CRT DISPi av 

Data points are di I SPLAY, TYPE 30A 

ijgjj'jj 1S1K '"’“"■nan I. 

"Hie program loads the AC with ■ y 0 miscroseconds. 

po,nt initiates the p'S of t th p e 0in D t is 0 p '? he B |- ^£r* f ; h e e 





Figure 10 - Precision CRT Display, Typ e 30A _ ~~ 

ype 30A programming logic 


30 


ThP PRT Tvoe 30A is selected when the numbers 0 and 5 (octal) are speci- 
fied in bits 8 and 9 respectively, of the iot instruction. The display com- 
mands are: 

ri i s _ 700506 — Load the Display Buffer and select the display. The program 
loads the Display Buffer from the AC. A point is plotted as 
specified by the C(Disp!ay Buffer). The plotting requires 
50 microseconds, after which another dls can be given. The 
Light Pen flag or Display flag is cleared with dls. 

700502 — Clear the X and Y display buffers. 0 => C(Display Buffer). 

700504 — C(AC) V C(Display Buffer)=> C(Display Buffer). Plot the 
point specified by the C(Display Buffer). 

The points specified in the AC are plotted as unsigned quantities, beginning 
in the lower left hand corner of the cathode ray tu be. The point locations are. 

400377 . 


000000 ) 

0007771 

777000 

777777) 


400400 . 

I 9X" 

P ‘2 9 points 


A program sequence is given in PDP-4 Assembly language below. The 
program begins in register 40, and plots a point, XY, as specified by Core 
Memory register 10. 


PROGRAM SEQUENCE 


/display a point 30a 


10/ ... 

/xy bits 0-8, bits 9-17 Y- 

40/ lac 10 

/place xy co-ordinate in ac 

/display the point, next dls command 

/must wait 50 microsec. 
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n - — - ** „ o, SPIay :;rr on - The c °™-r ^ 

The Dfsplay°flag 2 ~ ^ ^ DiSP ' ay f,ag to » 0 

Pr ° gram COnnSCted *° 5 * «" - instruction, and to the 


light 

PEN 

TYPE 

32 


light 

PEN 

CONTROL 


F 'gure 1 1 Light Pen programming logic 


PRECISION CRT DISPI av 

AND LIGHT PEN L TVD TyPE 300 

? h 2 e 0 ^ y co-ordinate 



00) Specifier 


16" CRT 
AND 

LIGHT PEN 


PRECISION CRT 
DISPLAY CONTROL, 
TYPE 30D 


The instructions are: 

d S f _ 700501 — Skip if the Display flag is a 1. The Display Flag is set to 1 
when the Light Pen senses light. 

dcf — 700601 — Clear the Display flag. 

dxl - 700506 - Load the C(XB) with C(AC 8 . 17 ). 

dyl - 700606 - Load the C(YB) with C(AC 8 -i7). . 

d xs — 700546 — Load the C(XB) with C(AC8-i7). Plot the point: C(XB), C(YB). 

dy S — 700646 — Load the C(YB) with C(AC 8 _i7). Plot the point: C(XB), C(YB). 

dlb — 700706 — Load the Brightness Register with AC bits 15-17. The bits of 

AC specify the brightness of the points displayed. Clear the 
Display flag. 

700502 - Clear XB. 

700504 — C(SB) V C(AC) => C(XB). Display a pointy 
700602 - Clear YB. 

700604 - C(YB) V C(AC) => C(YB). Display a point. 


Figure 12 — Precision CRT Display, Type 30D, and Light Pen, Type 32 
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The Display flag is connected to the Program Interruot and tn hit * of tho 
fors instruction. The co-ordinates of the Corners are? 


0, 1777 . 


. 1777, 1777 


9X" 

2 10 points 


X = 0, Y = 0 . 


h 


9H" 

2 10 points 


• 1777, 0 
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PROGRAM SEQUENCE 


HIGH SPEED ANALOG-TO-DIGITAL CONVERTER 
(TYPICAL INPUT DEVICE) 

An analog-to-digital converter with a resolution of 8 bits and a conversion 
time of 2 microseconds may be connected to the Real-Time Option The 
input-output transfer instructions, series 11, for the converter are: 

sci -701 115 -Sample the analog input. Convert the sampled quantity to 
gital form and load the AC with the converted number. 

701101 - This micro-instruction starts the converter. In a period of 2 

!?nrnn 5 n e ^ 0 t nd th the C l ° nverter wil1 form an 8-bit number pro- 
portional to the analog input. H 

701104 — C(A-D converter) V C(AC) => A(AC). 




“ " U ‘ 

PROGRAM SEQUENCE 


/analog-to-digital converter 

iQ/ /location of sampled result 

42/ sci /places sample in AC 

dac 10 /deposit result 




, ow SPEED ANALOG-TO-DIGITAL CONVERTER 

LOW SPEED a« cal )NpuT dev|CE) 

v i rvf 19 hits and a conversion 

An analog-to-digital converter wi connected to PDP-4. The converter is given 
time of 60 microseconds can be conn< and jn 60 mic roseconds the 

an iot command to sample the analog tunc , rtjQnal tQ the input At the 

s Ai « ■« « » • 

the input data is ready. wit h a program 

The contents ol the “"("JiL'lnformatiSn trom the converte- 

SC E". SeS”h* — An in. * *“ 










^taBSSttas^ »»««» ». s « . i. Th, 

asf - 701101 — Skip if the converter flag is a 1. 

arb - 701112 - Read converter buffer and clear converter flag 

ase - 701 104 - Start the converter and clear the converter flag. 

7 °u° 2 ISSov* cwc) C i>c ( AC). c ° nverter flag ' and 

The converter flag might connect to the Program Interrupt. 


Figure 14 - Slow-speed analog-to-digital converter programming logic 


PERFORATED -TAPE READER 

photoelectrically at 3W) cha'ract °rs^o^r 0 Nne^) r p^Tsec"omi ,e The r R / '^d , "^ 

present. Reader tape movement is starteThv tho'p^H lncomin g data is 
“ release R.,/„ l.r.TnttSSJS'e^K?,^™ 

MSpSSr Bu»r (R vSersK^rn u "^"" a “ 

tape. The C(RB) can be read into i the AC ^ Thl pL 0 !^,? 6 h " es from the 
when a character or word has been assembled in the RB. 3g ecomes a 1 
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(Alphanumeric) 


MB!; (Binary) 


PERFORATED- 

TAPE 

READER 

CONTROL 


PERFORATED- 

TAPE 

READER 


1-Reader, Flag 


(Interrupt)' 


Interrupt: 


Figure 15 — Perforated —Tape Reader programming logic 




BinarVMoa.e' 























An alphanumeric character is one line (5, 7, or 8 holes) on tape. A binary 
m° n h S ', StS 0f thr ® e =° n secutive characters (18 bits) on tape which have 
the 8th hole present. Only 8-hole tape is used in the binary mode; the 7th 

,gno ! ed - I de ! irs > secon d, and third six-bit characters are the left 
middle, and right thirds, respectively, of the 18-bit word. The reader 
commands, lot select series 01, are: 

rsf — 700101 — Skip if Reader fiag is a 1, i.e., character or word present. 

rsa — 700104 — Select Reader and fetch one alphanumeric character from 
tape Clear the Reader flag. Reset RB. The character is read 
into RB bits 10-17. Turn on the Reader flag when character 
is present. 

rsb — 700144 — Select Reader and fetch a binary word from tape. Clear the 
R e ?der flag. Reset the RB. Fetch the next three characters 
(with 8th hoies present) from perforated tape and place in 
RB bits 0-5, 6-11, and 12-17. Turn on Reader fiag when a 
4* word is assembled. 

rrb — 7001 12 — Read RB. Clear the Reader flag, and transfer the contents of 
RB to the AC. 

ref — 700102 — Clear the Reader flag. C(RB) v C(AC) => C(AC) 

The R eader flag is connected to the Program Interrupt Control and to bit 0 
of the iots instruction. Several methods may be used to program the 
• Re ?? er ;J he , , fo,l P w ' n ( f^ sequence reads a character from tape and places it 
in the AC. Up to 400 microseconds of computation time are available 
between the end of the sequence and the next command to read a character 
or word from tape. The sequence, starting in register 40 is- 


PROGRAM SEQUENCE 


/perforated-tape reader 

40/ rsa 

/select reader alphanumeric 

rsf 

/begin loop to look for character arrival 

jmp 4l 

/end loop to look for arrival 

rrb 

/fetch character from reader buffer 


By changing instruction 40 to rsb the sequence would fetch a binary word. 

PRINTER-KEYBOARD AND CONTROL, TYPE 65 

The Printer-Keyboard is a Teletype Model 28 KSR (keyboard send-receive) 
which can print or receive ten characters per second. A five-bit code, given 
in Appendix 2 represents the characters. The printing (output) and key- 
board (input) functions have separate commands and control logic. 
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The signals to and from the KSR to the control logic are standard serial, 
7.5-unit-code Teletype signals. The signals are: start (1.0 unit), information, 
bits 1-5 (1.0 unit each), and stop (1.5 units). Figure 17 illustrates the 
current pattern produced by the binary code 10110. 


Figure 17 — Teletype timing of information code 10110 


Figure 18— Keyboard timing 
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KEYBOARD 


The Keyboard control contains a 5-bit buffer (KB) which holds the code for 
the last key struck. The Keyboard flag signifies that a character has been 
typed and its code is present in the Keyboard buffer. The Keyboard flag 
and Keyboard buffer are cleared each time a character starts to appear 
on the Teletype line. The Keyboard flag becomes a 1, signifying the buffer 
is full 0.5 ± 0.125 units after the end of information bit 5, or 86.6 milli- 
seconds after key strike time. The instructions to manipulate the Keyboard 
are: 

ksf — 700301 — Skip if the Keyboard flag is a 1, i.e., character present. 

krb — 700312 — Read Keyboard buffer. Clear the Keyboard flag. C(KB)=> 
C(AC) 


700302 - Clear the Keyboard flag. C(KB) V C(AC)=> C(AC) 






- 








KEYBOARD 

CONTROL 


< 700302 - 


KEYBOARD 


Figure 19 — Keyboard programming logic 


The Keyboard flag is connected to the Program Interrupt Control and the 
iors instruction, bit 3. A simple sequence which "listens” for keyboard 
inputs is: 


PROGRAM SEQUENCE 



The sequence following the listen sequence beginnings 403 may operate 
for up to 100 + 13.3 milliseconds before returning to listen for the next 
character without missing the next character. The average computing time 
between any two characters must be less than 100 milliseconds (for an 
input rate of 10 characters per second). 

TELEPRINTER 

The Teleprinter is given 5 bits of information from AC bits 13 to 17, coding 
the character to be printed. The teleprinter Buffer (TB) receives this infor- 
mation, transmits it to the Teleprinter serially, and when finished turns on 

a n 


the Teleprinter flag. The Flag is connected to the Program Interrupt and to 
bit 4 of the iors instruction. The printing rate is ten characters per second. 
The instructions for the printer are: 

tsf — 700401 — Skip if Teleprinter flag is a 1. 

t| s — 700406 — Load the Teleprinter from AC bits 13-17, clear the Teleprinter 
flag. Select the Teleprinter for printing. 

tcf — 700402 — Clear the Teleprinter flag. 

700404 — C(AC) V C(TB). Print a character. 



/print and wait for Teleprinter 

tls /print the character from AC bits 13-17 

tsf /begin listen loop for printing completion 

jmp.-l /return to previous instruction or listen loop 
/again 















sm&tzs a s-rs usss? 

and the’ next one'thaTcarf be given^ 171 time '' S aVailable between that tls 



Figure 21 — Printer programming logic 


PERFORATED-TAPE PUNCH AND CONTROL, TYPE 75 

The Teletype BRPE paper-tape punch perforates 5-, 7-, or 8-hole taoe at 
63.3 characters (lines) per second. Information to be punched on a line of 
tape is loaded on an 8-bit buffer (PB) from the AC bits i n 1 7 ?u 0f 

ipSWrHSHESSSi 

the lors instruction bit 2. The Punch instructions, iot series 02 are: 



psf — 700201 — Skip if the Punch flag is a 1. 
pcf — 700202 — Clear the Punch flag. 

pis - 700206 - Load a character into PB tom AC bits 10-17. Clear the Punch 
flag. Punch the specified character. 

700204 - C(PB) V C(AC)=> C(PB). Punch the C(PB). 






/punch the contents 

of AC and wait 

pis 

/punches AC 10- 17 

psf 

/wait till done loop beginning 

Jmp.-l 

/wait till done loop end 

/wait for previous 

punching, then punch next 

psf 

/wait loop for previous character punching 

jmp.-l 

/wait loop end 

pis 

/punch the next character on tape 


In the first sequence above, 11.3 milliseconds of program time is available 
between the instruction following the wait loop and the next pis that can 
be given. In the second sequence, 15.8 milliseconds or more program 
time is available between the pis and the next time a pis can be given. 
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mm 


instruction transfers the lower six rows (4, 5, 6, 7, 8, and 9). The mode is 
specified with the Card Read Select instruction. The mode can be changed 
while the card is being read. 


PERFORATED 

TAPE 

PUNCH 

CONTROL 


TELETYPE 

BRPE 

TAPE 

PUNCH 


Figure 23 Perforated-Tape Punch programming logic 

CARD READER AND CONTROL, TYPE 41-4 

The control of the Card Reader is different than the control of other incut 

Onr^th m that the t |f ™ n g of , the read-in sequence is dictated by the device 
Once the command to fetch a card is given, the Reader will read all 80 

in^ order. To read a column, the program must 

-•:u 1 - ne ^£ olu . mn ' s s t ar ted- The instruction to read 
within 300 microseconds after the flag is set. The 

The commands for the Card 


columns of information i 
respond to a flag set as each 

the column must ( ... 

interval between flags is 2.3 milliseconds, 

Reader, iot series 67, are: 

crsf - 706701 - Skip if Card Reader flag is a 1. If a card column is present 
for reading, the instruction will skip. 

crrb - 706712 - Read the card column buffer information into AC and clear 
the Card Reader flag. One crrb reads alphanumeric in- 
formation. Two crrb instructions read the upper and lower 
column binary information. 

crsa ~ 706704 - Select a card in alphanumeric mode. Select the card reader 
and start a card moving. Information will appear in alpha- 
numeric form. 

crsb- 706714 -Select a card in binary mode. Select the card reader and 
start a card moving. Information will appear in binary form. 

Dlaced^nt^ArTi+^i^w^? £ ard Reader buffer - 6 information bits are 
placed into AC bits 12-17. Alphanumeric (or Hollerith) information on the 

the d 12 b^^o^rn se nte d Y' th th , esa six bits - The binary mode enables 
the 12 bits (or rows) of each column to be obtained. The first read buffer 
instruction transfers the upper six rows (Y. X n l 2 *nH 


Infq.Strobe/# 


rj^Ajpha/Bin 


CARD 

READER 

CONTROL 



























r ,o 

Card 2 Ri a t ripr i0 Th i r StrU -f i h 0n - ' S connected t° the END OF FI LE switch at the 
ho,d d s unti?the l\ T seT^O 


PROGRAM SEQUENCE 


CARD PUNCH CONTROL, TYPE 40-4 

nrif9 e / U ^ hed at „ int , ervals of 40 milHseconds . Punching tt^fir eaJh 

s 24 milliseconds, leaving 16 milliseconds to load the buffer for the 


/ sequence to 

read an 80-column 

card and place alphanumeric codes ! 

/in register 

1000-1117 (octal). 

Program begins in register cardrd. 

cardrd. 

crsa 

/read card in alphanumeric mode § 


lac cardlo 

/initialize card location table 1 


dac 10 

/place in indexable register 


lac cardct 

dac temp 

/initialize card count 80 (decimal) 1 

cdloop. 

crsf 

Jmp cdloop 

/wait for column loop 

! 


crrb 

/place column information in AC i 


dac 1 10 

lsz temp 

Jmp cdloop 

/info to 1000, 1001 ...1117 S 


hit 

/finish of card, and halt i 

cardlo. 

1000-1 

/location of card table 

cardct. 

-120+1 

/8° column counter initial value 

temp. 

0 

/reserved for column counter f 


46 



next row. A flag indicates that the buffer is ready to load. The commands 
for the Card Punch Control, iot series 64, are: 

cpsf — 706401 — Skip if Card Punch flag is a 1. The Card Punch flag indicates 
the Punch buffer is available, and should be loaded. 

cpcf — 706402 — Clear Card Punch flag. 

cpse — 706442 — Select the Card Punch. Transmit a card to the 80-column 
punch die from the hopper. 

cplb — 706406 Load the Card Punch buffer from the C(AC). Five load in- 
structions must be given to fill the buffer. 


Figure 26 — Card Punch timing 


Since 18 bits are transmitted with each iot instruction, 5 iot instructions 
must be issued to load the 80-bit row buffer. The first four loading in- 
struction fill the first 72 bits (or columns): the fifth loads the remaining 
8 bits of the buffer from AC bits 10-17. 

After the last row punching is complete, 28 milliseconds are available to 
select the next card for continuous punching. If the next card is not re- 
quested in this interval, the Card Punch will stop. The maximum rate of 
the Punch is 100 cards per minute in continuous operation. A delay of 
1308 milliseconds follows the command to select the first card; a delay of 
108 milliseconds separates the reading of cards in continuous operation. 

The Card Punch flag is connected to the Program Interrupt, and to bit 13 
of the iors instruction. Faults occurring in the punch are detected by status 
bit 14 of the iors and signify the punch is disabled, the stacker is full, or 
the hopper is empty. 







IQI6.4 


CARD 

PUNCH 

(Type 

523 

Summary 

Punch) 


CARD 

PUNCH 

CONTROL 


Figure 27 - Card Punch programming logic 

PROGRAM SEQUENCE 


lac punloc 


lac rowct 
dac tempi 


/initialize the row counts, 12 . 
/initialize the 5 groups per row 


/loop! 


punch load 


/5 groups of 18 bit per row 
/load buffer command 



Figure 28 — Line Printer programming logic 



lsz temp2 

jmp loop2 

isz tempi 

/test for 12 rows 


Jmp loopl 

hit 

/end punching 1 card 

punloc. 

100-1 

/location of card image 

rowct. 

-14+1 

/12 rows per card 

grpct. 

-5+1 

/5 groups per row 

tempi. 

0 

/row counter 

temp2. 

0 ©. 

/group counter 


AUTOMATIC LINE PRINTER AND CONTROL, TYPE 62 

The Line Printer can print 600 lines of 120 columns per minute. Each col- 
umn has 64 characters. Spacing rate is approximately 132 lines (or two 
66-line pages) per second. 

















“ w “« " •“* -•■». 

*S£as:ef;»fS6si 

buffer mstrucHons fill the 120-cdiumn fine ' 8nd 12 ' 17 ' Fort y load priS 

the contents oUh^lffer^^a^hn^f "^^' 0 '' is given which Prints 
printing buffer. When a column of informal-, pn P tln & doe s not disturb the 

3 1 A PP-*imate, y 80 

Printer moves in synchro- 

giving an instruction to space ode £r cod ? in Ac bits 15 17 and 

fni? s ? acin f action is complete Vecom£ aC ' . flag becomes a 1 when 
foi owing characteristics, where the miXTJ F ded con tral tape has the 
of lines between successive holes in the channel™ ' ndlcates the number 


Channel Spacing 

? 1 line 

* 2 lines 

z. 3 lines 

2 6 lines 

5 H ! mes (V6 page) 

6 lines (1/3 page) 

5 33 lines (1/2 page) 

7 restores page 


Time 

16 ms 

<2 X 16 ms 
<3 X 16 ms 
<6 X 16 ms 
<11 X 16ms 
<22 x 16 ms 
<33 x 16 ms 
520 ms for 66 lines 


Ipcf- 706502 -Clear the printing flag. 

,P,d “ 706542 ~ Load the Printing buffer. 

ejeafthe 6 panting flag* ff heTr&'S the b Printin ^ b ^er. 
the completion of the printing!) * g f ag becomes a 1 at 

;;i; : 706S0 6 - Skip When the spacing flag becomes a 1, 

6602 — Clear the spacing flag 

' S,S ' 706606 -^«^ g ^ * - 15-17 and seiect 
3 1 when spacing is complete.) ^ P acin g flag becomes 

and to the iors instruction bit! 15 and°16 neCted t0 the Prograrn interrupt 
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PROGRAM SEQUENCE 


W 


/sequence to print a line 

of 120 columns. Output stored 3 

/characters 

per word. 


/Data begins 

in register 2000. Sequence assumes printer is 

/in process 

of printing a 

line previously assigned, "print" is 

/begin of prog. 


print. 

lpsf 

/wait till previous printing done 


Jmp.-l 



lsls + 10 

fe. 

/space 1 line (0 in AC) lot 10 clears 
/AC 


lac. (2000-1 

/location of data 


dac 10 

/print table initialize 


lac (- 50+1 

/40x3 characters 


dac temp 


ldloop. 

lac i 10 

/load print buffer loop 


lpld 

/load from AC 


lsz temp 



Jmp ldloop 


space. 

lssf 

/test for spacing done before 

/proceeding 


Jmp space 



Ipse 

/print activate. . .end of printing 

/a line 
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CHAPTER 4 

^ TH E INTERFACE 
ELECTRICAL CHARACTERISTICS 

Rea^T?me ^ Connection' 0 vlfhich C can S ODerat S ^ an< r arC, lnt ^« contains the 
Reader, the PerforaKpe Punched ' he P^ted-Tape 
Time Option can operate with a varietv of' te ^ eyboard - The Real- 
range of information handling rates In thk*^? 3 d + e u vic f s over a wide 
Real-Time Option, its electrical rharar>t 0 • Sec l0n the location of the 
input-output devices are presented nstlcs ’ and its connections to 



Real-Time Option 

fou^pl^c^^iph^numeric^ode'^Bay^are^umbe 16 ?'!^ in PDP ' 4 with s 

lettered alphabetically downward connector nr ? nd 2 ' panels are 
left to right in the panels (blank spaces Tnrlnrff^ d H'? s are numberea 
tered alphabetically downward on the connlrM d) ' and terminals are let 
Time Option is located in panels 2E 2F and JZ*r° r modules - The Real- 
control units are made through a cabfe^e^ 

Th ♦ H DEVICE SELECT °R (LOCATION 2F6-25) 

modules'! ea r ch^Twhic^ el is C a 0 pulse t Am S phfier' S T )nS f ?L, up t0 20 se,ector 

» SSiVitS ffi 4000 s =™ .Sfg JJSS 

three AND gates to pass the common tat V 2 ^ the , AND gate «>abtes 
available at terminals E, H, and K, respectively mod^a^l! 5 





The Device Selector modules are delivered with jumpers across the address 
terminals. The user can remove appropriate jumpers to establish the 
module select mode according to the table below. 


Instruction 

ZERO Input 

ONE Inpu' 

Word Bit 

Terminal 

Terminal 

6 

M 

N 

7 

P 

R 

8 

S 

T 

9 

u 

V 

10 

w 

X 

11 

Y 

Z 


Figure 29-Typical Pulse Amplifier, Type 4605, used in 
PDP-4 Device Selector. Example shown is wired to pass 
the iot address 001101. The six-level AND gate will pass 
only that address if it is present in the instruction word 
from the Memory Buffer, thus enabling three AND gates 
to pass three 10 pulses to the pulse amplifier. 










The i f ‘ NF t ORMAT,ON COLLE CTOR (LOCATION 2H8-25) 

pu,se from the 

mixed orORed together, to enaWe Ifeht flwf ° f ^ AND f “"s are 
nt° the AC. Two or more devices reouirimf ’£ ^t-word devices to read data 
a word, provided their bit-position reauirpmLnf 5 ^ 18 bits could share 
case S , more than eight input devices co!jTi h tS ?' d ^, 0t conf,icb in such 
incoming information signal polarities are: d b hand,ed b V th e 1C. The 

— 3 vnit S I 0 b,t transm,t ted to AC 

Thp ir r* • . * 1 bit transmit ted to AC 

bit 0 in module 2H8 8 AlU^ght'inpu/cha^nel 5 ^ ° f the W ° rd ' startin S with 
J r, e f° + u Vention for designating bits is \\C it are W,red tobeach module 
and k the channel number. The eight innnM^?! specifies the bit number 
lot-pulse terminals are: gM mput level terminals and associated 

Channel n 3 t, r;+ 

« W “r 

l H 

\ K L 

4 S M N 

5 u T 

6 w V 

7 Y X 

Y Z 

TH , , INFORMAT,ON DISTRIBUTOR (LOCATION 2H1-31 

to an outpu/devfcf when ' the^DlvLVselect*' 0 ^ contained in the AC 
sample the ID. The signal polarities are : “mmands the device to 

_ n V °!! S I AC bit conta '"s a 0 
° VOltS 1 AC bit contains at 

output bus" is a Typ° e U 1690 o^l^l^eis n r * he ID ' The module driving the 
0 or -3 volts. All eight group°s must s B ha S re D th V e e Lus U . PP ' ying Up *° 15 ™ a ‘ 

2H2, 2H3. Each^ibfock hat 3 cofumVs h o?20 f erminal bl °c ks, 2H1, 

AC ™V g ?* L L p: the first 18 terminll^Aun'n^h eaC , h ’ Each co,umn ’ 

v T°- 17 and the last two (V Withe hinnii.i:* " the colum n represent 
V and W may be used to select a suhdLi^ T. b ? 12 ln the Memory Buffer 
horizontally to form 20 rows subdev '«- The terminals are tied together 
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INPUT-OUTPUT SKIP FACILITY (LOCATION 2H06) 

There are 8 inputs to Input-Output Skip. The iot pulses from the Device 
Selector strobe an input line and if a logic condition is present, the instruc- 
tion following the iot will be skipped. The conditions for skipping are: 

— 3 volts skip 

0 volts do not skip 


The iot skip pulse must occur at event time 1 of the iot instruction. 

The IOS consists of a Capacitor-Diode Gate, Type 4129. The input con- 
nections are: 


10 Device 
Input Connection 
F 
J 
L 
N 
T 
V 
X 
Z 


Device Selector 
Pulse Connection 
E 
H 
K 
M 
S 

u 

w 

Y 


PROGRAM INTERRUPT CONTROL (LOCATION 2H05) 

Eleven Program Interrupt lines are available. Any one of the 11 signals 
may cause an interruption of a program. All signals are identical; the 
polarities are: 

-3 volts interrupt the program 

0 volts no effect 

The connections from 10 devices which request program interrupt are 
made to module 2H05 at pins E, F, H, J, S, T, U, W, X, Y, and Z. 


DATA INTERRUPT CONTROL (LOCATION 2E13) 

The signal levels associated with the DI are shown in Figure 30. In trans- 
ferring data, the Memory Address is first transmitted to the Memory 
Address Register on 13 lines from the external source. Data is next trans- 
ferred to or from the MB on 18 -f 18 lines. 

Incoming data is received from 18 lines and placed in the Memory Buffer 
and on into Memory. 

Outgoing data from the Core Memory addressed is transferred to the 
Memory Buffer and appears on 18 lines for sampling by the 10 device. 
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13 Address Lines 


data 

interrupt 

CONTROL 


mm 


A^dre^Apcep fed 


; 


APPENDIX 1 

Instruction Lists 


MEMORY REFERENCE INSTRUCTIONS 


MNEMONIC 

CODE 

OCTAL- 

CODE 

TIME 

(Msec) 

OPERATION 

cal Y 

00 

16 

Call Subroutine. Y is ignored 

jms 20 if bit 4 = 0, jms i 20 if bit 4=1. 

dac Y 

04 

16 

Deposit AC. C(AC) => C(Y) 

jms Y 

10 

16 

Jump to subroutine. C(PC) => C(Y 5 .i 7 ), 
C(L)=>C(Y„), Y+1=>C(PC) 

dzm Y 

14 

16 

Deposit zero in memory. 0 => C(Y) 

lac Y 

20 

16 

Load AC. C(Y) => C(AC) 

xor Y 

24 

16 

Exclusive OR. C(AC) V C(Y) => C(AC) 

add Y 

30 

16 

Add (l's complement). C(AC) + C(Y) => C(AC) 

tad Y 

34 

16 

2's complement add. C(AC) + C(Y) => C(AC) 

xct Y 

40 

8+ 

Execute. 

isz Y 

44 

16 

Index and skip if 0. C(Y) + 1 => C(Y), if 

C(Y) +1 = 0, then C(PC) + 1 => C(PC) 

and Y 

50 

16 

AND. C(AC) A C(Y) => C(AC) 

sad Y 

54 

16 

Skip if AC and Y differ. If C(AC) = C(Y), then 
C(PC) + 1 => C(PC) 

jmp Y 

60 

8 

Jump. Y => C(PC) 

law N 

76 

8 

Load AC with law N. 1 => C(AC n . 4 ), 

N => C(ACs_ 17 ) 











MNEMONIC OCTAL 
CODE CODE 


CODE 

opr 


740000 


nop 

740000 

— 

cma 

740001 

3 

cml 

740002 

3 

oas 

740004 

3 

las 

750004 

2, 3 

ral 

740010 

3 

rcl 

744010 

2,3 

rtl 

742010 

2,3 

rar 

740020 

2 

rcr 

744020 

2, 3 

rtr 

742020 

2, 3 

hit 

740040 

4 

sza 

740200 

1 

sna 

741200 

1 

spa 

741100 

1 

sma 

740100 

1 

szl 

741400 

1 

snl 

740400 

1 

skp 

741000 

1 

ell 

744000 

2 

stl 

744002 

2,3 

cla 

750000 

2 

clc 

750001 

2, 3 

glk 

750020 

2,3 


wrcn «'t INSTRUCTIONS 

EVENT 

T,ME OPERATION 

~ Operate. 

— No Operation. 

3 Complement, C(AC) => C (AC) 

Complement Link, C(L) => C(L) 

3 tl ve 0R AC Switches. 

C(ACS) V C(AC) => C(AC) 

!5?j! Ac from Switc hes. 

C(ACS) => C(AC) 

3 r,°irt AC + Link ' eft Replace 
2.3 Clear Link, then ral. 0 => C(L), then ral 

CfACl r^!? 1 k right one Place. 

c(Ac;r=>c ( a? i+ ' ) ' C(L) = >c ( A c»). 

2, 3 Clear Link, then rar. 0 => C(L), then rar 

instructions' 8 ^* * wlce ’ Same as two rar 
4 Halt. 0=> RUN 

1 Nonzero AC. Skip ifC(AC) = positive z 

por v n e 2 n eTo 2erOAaSkipifC ( AC ^ 

" Skip on positive AC. Skip if C (AC„) = 0 

Skip on negative AC. Skip if C(AC„) = l 
Skip on zero Link. Skip if C(L) = o 
1 Skip on n on-zero Link. Skip if C(L) = 1 

1 Skip ' unconditional. Always skip 

2 Clear Link. 0 => C(L) 

2 > 3 Set the Link. 1 => |_ 

2 Clear AC. 0=>C(AC) 

Clear and Complement AC. -0 => CfAD 
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BASIC IOT INSTRUCTIONS 


mnemonic 

OCTAL 

OPERATION 

CODE 

CODE 

Interrupt 

iof 

700002 

turn off interrupt 

ion 

700042 

turn on interrupt 

10 Equipment 

iors 

700314 

read status of io equipment 

Clock 

clsf 

700001 

skip if clock flag is 1 

clof 

700004 

turn off clock, clear clock flag 

cion 

700044 

turn on clock, clear clock flag 

Paper tape reader 

rsf 

700101 

skip if reader flag is a 1 

rsa 

700104 

select reader for alphanumeric, clear reader flag 

rsb 

700144 

select reader for bry, clear reader flag 

rrb 

700112 

read the reader buffer into AC, clear reader flag 

Paper tape punch 

psf 

700201 

skip if punch flag is a 1 

pis 

700206 

load punch buffer and select punch, clear punch flag 

pcf 

700202 

clear punch flag 


Keyboard input from teleprinter 

ksf 

700301 

skip if keyboard flag is a 1 

krb 

700312 

read the beyboard buffer into the AC, 
clear keyboard flag 

Teleprinter 

tsf 

700401 

skip if teleprinter flag is a 1 

tls 

700406 

load teleprinter buffer and select, clear teleprinter flag 

tcf 

700402 

clear the teleprinter flag 

Display type 30A 

dsf 

700501 

skip if display flag is a 1 

dls 

700506 

load display buffer and select, clear display flag 

dcf 

700502 

clear display flag 

Display type 30D 

dsf 

700501 

skip if display flag is a 1 (light pen) 

dcf 

700601 

clear display flag 

dxl 

700506 

load x co-ordinate 

dxs 

700546 

load x co-ordinate and select 

dyl 

700606 

load y co-ordinate 

dys 

700646 

load y co-ordinate and select 

dlb 

700706 

load brightness register 
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MNEMONIC 

OCTAL 

CODE 

CODE 

mci 

707001 

mrs 

707012 

mli 

707005 

msc 

707101 

msi 

707201 

msf 

707301 

mrl 

707112 

mrm 

707202 

mrr 

707302 

mwl 

707104 

mwm 

707204 

mwr 

707304 

crsf 

706701 

crsa 

706704 

crsb 

706744 

err b 

706712 

cpsf 

706401 

cpse 

706444 

cplr 

706406 

epef 

706442 

Ipsf 

706501 

Ipcf 

706502 

Ipld 

706542 

Ipse 

706506 

Issf 

706601 

Iscf 

706602 

Isis 

706606 


BASIC IOT INSTRUCTIONS 

(continued) 

_ L OPERATION 

Magnetic tape type 54 

H clear tape instruction and character buffer 
2 read tape status into AC 

>5 load instruction buffer 

'? s , ki P if character is present for reading 

1 clear interrupt flag and select interrupt 

2 ta ? S f,ag is a 1 < end of rec ord) 

2 clear AC, read character buffer into AC left 
clear character buffer 
2 read character buff#}- into AC middle 
clear character buffer 
read character buffer into AC right 
clear character buffer 
J write a character from AC left 

J wr,te a character from AC middle 

1 write a character from AC right 

Card reader 

1 skip if reader character flag is a 1 

1 !! ec I card reader for alphanumeric 

7 select card reader for binary 

read card column buffer into AC 

Card punch 

! sk jP ,f th e card punch flag is a 1 
I f ele , ct a card, set card punch flag 
? '° ad row buffer, clear punch flag 
^ clear punch flag * 

Line printer 

skip if printing flag is a 1 
clear printing flag 
load the printing buffer 
select printing, clear printing flag 
skip if spacing flag is a X 
clear spacing flag 

load spacing buffer and select spacing 
clear spacing flag 
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APPENDIX 2 



Codes 


FIO-DEC CODE 



a A 61 
b B 62 
c C 63 
d D 64 
e E 65 
f F 66 
g G 67 
h H 70 
i I 71 
k J 41 
k K 42 

1 L 43 
m M 44 
n N 45 

0 0 46 

p P 47 
q Q 50 
r R 51 
s S 22 
t T 23 
u U 24 
v V 25 
w W 26 
x X 27 
y Y 30 

z Z 31 

0 -> 20 

1 " 01 

2 ' 02 

3—03 

4 D 04 

5 V 05 

6 A 06 

7 < 07 

8 > 10 
9 T 11 


High order bits 



00 

01 

10 

11 

Low order 





bits 





0000 

space 

0 — > 



0001 

1 " 

/ ? 

j T 

a A 

0010 

2 ' 

s S 

k K 

b B 

0011 

3 ~ 

t T 

1 L 

c C 

0100 

4 =) 

u U 

m M 

d D 

0101 

5 V 

v V 

n N 

e E 

0110 

6 A 

w W 

o 0 

f F 

0111 

7 < 

x X 

P P 

g G 

1000 

8 > 

y y 

q Q 

h H 

1001 

9 I 

z Z 

r R 

i 1 

1010 



lower case 

1011 

stop 

f 1 — 


X 

1100 


black 

- + 

upper case 

1101 


red 

) ] 

backspace 

1110 


tab 

— 1 


1111 



( [ 

car ret 





stop code 

13 




lower case 

72 

/ 

? 

21 

upper case 

74 


= 

33 

black 

34 


X 

73 

red 

35 

— 

+ 

54 

tab 

36 

) 

] 

55 

backspace 

75 

( 

C 

57 

carriage return 

77 


— 

40 

space 

00 


“ ! 

56 

code delete punches seventh channel 
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TELETYPE CODE 


Low order 
bits 

000 

00 

001 

T 5 

010 

car ret 

Oil 

0 9 

100 

space 

101 

H # 

110 

N , 

111 

M . 

letters 

37 

A 

30 

B 

23 

C 

16 

D 

22 

E 

20 

F 

26 

G 

13 

H 

05 

1 

14 

J 

32 

K 

36 

L 

11 

M 

07 

N 

06 

0 

03 

P 

15 

0 

35 

R 

12 

S 

24 

T 

01 

U 

34 

V 

17 

w 

31 

X 

27 

Y 

25 

z 

21 

space 

04 

line feed 

10 


High order bits 


01 

10 

11 

line feed 

E 3 

A — 

L ) 

Z " 

W 2 

R 4 

D $ 

J ' 

G & 

f O 

B ? 

figures 

i 8 

S bell 

U 7 

P 0 

C : 

Y 6 

F ! 

Q 1 

K ( 

v ; 

X / 

letters 


figures 

33 


0 

15 


1 

35 


2 

31 


3 

20 


4 

12 


5 

01 


6 

25 


7 

34 


8 

14 


9 

03 


( 

36 


) 

11 



07 


. 

06 


- 

30 



23 


* 

16 


$ 

22 


bell 

24 


& 

13 


# 

05 


• 17 

/ 27 

! o c. 


carriage return 02 
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CARD READER CODE 


High order bits 


A 

61 


00 

01 

10 

11 

B 

62 

Low order 





C 

63 

bits 





D 

64 






E 

65 

0000 


blank 

— 

+ M 

F 

66 






G 

67 

0001 

1 

/ 

J 

A 

H 

70 






1 

71 

0010 

2 

S 

K 

B 

J 

41 






K 

42 

0011 

3 

T 

L 

C 

L 

43 






M 

44 

0100 

4 

U 

M 

D 

N 

45 






0 

46 

0101 

5 

V 

N 

E 

P 

47 






Q 

50 

0110 

6 

w 

0 

F 

R 

51 






S 

22 

0111 

7 

X 

P 

G 

T 

23 






U 

24 

1000 

8 

Y 

Q 

H 

V 

2*5 






w 

26 

1001 

9 

Z 

R 

1 

X 

27 






Y 

30 

1010 

0 




Z 

31 






0 

t 

12 
r\ 1 

1011 

II 

i i 

» 

$ 

• 

1 

2 

01 

02 

1100 

i — i 

® 
i i 

( [%] 

* 

) [□] 

3 

03 






4 

04 






5 

05 


HOLLERITH CARD CODE 


6 

06 






7 

07 



Zone 



8 

10 

digit 





9 

11 


no zone 

12 

11 

0 

+ 
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40 

no punch 

blank 

+ [&] • 

— 

0 

/ 

21 

1 

1 

A 

J 

/ 


13 

2 

2 

B 

K 

s 


33 

3 

3 

C 

L 

T 

$ 

53 

4 

4 

D 

M 

U 


73 

5 

5 

E 

N 

V 

/ 

14 

6 

6 

F 

0 

w 

( 

34 

7 

7 

G 

P 

X 

* 

54 

8 

8 

H 

Q 

Y 

) 

74 

9 

9 

1 

R 

z 



8-3 

II 

=1? 


$ 

, 

blank 00 

8-4 

' [@] 

•) [□] 

* 

( [%] 
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line printer code 



a 61 

B 62 
C 63 
D 64 


Low order 
bits 


High order bits 
01 10 li 


E 65 

P 66 

0000 

space 

0 

o 

G 67 

H 70 

0001 

1 

/ 

J 

1 71 

J 41 

0010 

2 

s 

K 

K 42 

L 43 

0011 

3 

T 

L 

M 44 

N 45 

0100 

4 

U 

M 

0 46 

P 47 

0101 

5 

V 

N 

Q 50 

R 51 

0110 

6 

w 

0 

S 22 

T 23 

0111 

7 

X 

P 

U 24 

V 25 

1000 

8 

Y 

Q 

W 26 

X 27 

1001 

9 

Z 

R 

Y 30 

Z 31 

1010 

/ 

n 

$ 

0 20 

1 01 

1011 



. 

2 02 

3 03 

1100 

ZD 

> 

— 

4 04 

5 05 

1101 

V 

T 

) 

6 06 

7 07 

1110 

A 

— > 


8 10 

9 11 

mi 

< 

7 

( 


0 40 

/ 21 
' 12 

— 13 

=> 14 
V 15 
A 16 
< 17 
$ 52 

= 53 

- 54 

) 55 

( 57 

~ 56 


space 00 
— 60 
" 32 

, 33 

> 34 
T 35 
-> 36 
? 37 

X 72 
. 73 

+ 74 
] 75 

[ 77 

I 76 


APPENDIX 3 

Read-In Mode Sequence 


The initial data input to PDP-4 is made using the keys and switches on the 
ODerator Console. A small program read in manually can be used to read 
in a somewhat larger program from perforated tape. An example of such 
arouthie is given below. It can also be used to read in other programs from 


READ-IN LOADER 

The purpose of the read-in loader is to load programs punched in “read-in 
mode,” such as the block format loader described below. The read-in 
loader must be loaded by means of the console toggle switches. It loads 


dac A 
c(A) 
dac B 
c(B) 


jmp Y 

dummy word 


Read-in mode tapes consist of word pairs giving a dac into an address, 
followed by the contents of that address. They are terminated by a jmp to 
tho nrnrirom fniinvA/pd hv a dummv word (e.g., 0). 


To load a read-in mode tape, place the tape in the reader, set the ADDRESS 
switches to 7770, and press START. 


LOCATION OCTAL CODE MNEMONIC 


7762/ 

0 

r, 

0 

7763/ 

700101 


rsf 

7764/ 

607763 


jmp . - 1 

7765/ 

700112 


rrb 

7766/ 

700144 


rsb 

7767/ 

627762 


jmp i r 

7770/ 

700144 

go, 

rsb 

7771/ 

107762 

g, 

jms r 

7772/ 

47775 


dac out 

7773/ 

407775 


xct out 

7774/ 

107762 


jms r 

7775/ 

0 

out, 

0 

7776/ 

607771 


jmp g 


REMARKS 

/ read one binary word 

/wait for word to come in 

/read buffer 

/read another word 

/exit subroutine 

/enter here, start reader going 

/get next binary word 

/execute control word 
/get data word 
/store data word 
/continue 
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BLOCK FORMAT loader 

format:^ formatload ^w,ll read a block format binary tape of the following 

riar- A 


dac A 
-N 

N data words 
Check sum 


Ss?a»aa^ 

/sum of every word in block, except check sum 

Pareto*- 770*7 ' 


The routine occupies register 77 , 7 *, ’ exCept check sum 


location 

7737/ 

3, 


MNEMONIC 
rsb 
jms r 
dac s 
xct s 
dac cks 
jms r 
dac out 
add cks 
dac cks 
jms r 
isz out 
imp s 
sad cks 
imp a 
hit 

imp a - l 
xx 

isz s 

J'mp b 

cks = 7777 


f^MARl 


/block format loader 


/Check count, last word read is check sum 

/sum checks, continue 
/stop on check sum error 
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APPENDIX 4 

PDP-4 Assembly Program 


The more important characteristics of the PDP-4 Assembly Program are 
mentioned briefly here to provide the background necessary to understand 
the programming examples in this manual. The program and its complete 
description are furnished to purchasers of PDP-4. 


CHARACTER SET: The character set includes digits 0 through 9, letters 
a through z, and the following punctuation characters: 


Punctation Characters 

+ plus 

— minus 
A space 
A and 

V or 

( left parenthesis 
) right parenthesis 
period 
, comma 
= equals sign 
/ slash 

A carriage return 
tab 

— over bar 


Meaning 

add values 
subtract values 
add values 

combine values by logical AND 

combine values by inclusive OR 

enclose constant word 

enclose constant word 

has value of current address 

assign address tag 

assign symbol on left of = 

begin comments; set current address 

termination character 

termination character 

variable indicator 


The characters A , , and are nonprinting. 


NUMBERS: Any sequence of digits delimited on the left and right by a 
punctuation character. 

SYMBOLS: Any sequence of alphanumeric characters, the first of which 
must be a letter. Symbols are identified by the first six characters only. 

'Value symbols’ are those symbols which have a numerical value assigned 
to them, either in the permanent symbol table, or during assembly. Value 
symbols may be assigned by the use of a comma, indicating the symbol 
to the left of the comma is an address tag; or by an equals sign, indicating 
the symbol to the left of the equals sign is to be assigned the value of the' 
word to the right of the equals sign. 

Example: a, dzm 100 

b = -1 
c = a + b 
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a period ( .') .V' flex writer ^nptt S pseudo% n \ S * V*" be a va,ue symbol 
constant (a word enclosed in parentheses)' ^ mstruct,on °r char)* 0 r°2 

Examples: i 

al 

100 C 

lz2 \ 

flex a be 
flex now 
(add a + l) 
lac 

abedef 

•» W ■^w.rA.S'r'- ' « « sssi 

word and will become part of thp hin ' ^ lerw, se, the word is a storape 
assemb'sd. The arithmetic^ operator T dTJIT ° f the pC?wS 
wh.le the operator minus means subtract Sp3Ce both mean add 

Examples: 

sad K^) 
lac a O 
1000 - 200 
add b -f- 20 
jmp.- 20 

THE CHARACTER SLASH ( / V Thp | C 3 + 1)fc> 
preceded by a tab or carriage rlturn thpn h3 | S t ^° mean «ngs. If immediately 
I s t^minated by the next tfb or carrL ® r ^ Sh ,n !‘ iates a wntmentwhich 
word, then the address part of the worn inw ".' If slash is Preceded by a 

data^ord^oeTinto regtstet ^^and'succ ^rt^^^'^^^^t^nstruct^n'OT 

slash may be used to set the new address glster other than 22, tten a 
S the valuf 20000 ndireCt addressin g is indicated by the symbol, i 

THE CHARACTER PERIOD ( )■ The ^ 

address - ‘ } ' h Per,0d ( • > has a s its vaiue the current 

Example: dac . is equivalent to 

a, dac a 
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PSEUDO INSTRUCTIONS 

FLEXOWRITER INPUT PSEUDO INSTRUCTIONS: The pseudo-instruction, 
flexAa /37 causes the (six-bit) FIO-DEC codes for the three characters follow- 
ing the space (A) to be read into one word which is taken as the value of 
the syllable. The code for the character a will go into bits 0-5 of the word, 
for^ into bits 6-11, and for 7 into bits 12-17. The code is a six-bit character, 
the first five of which are the FIO-DEC code, the sixth a 1 for upper case 
or a 0 for lower case. 

Example: flex A boy 

The pseudo-instruction, char AZ7 causes the (six-bit) FIO-DEC character, 
y to be assembled into the left, middle, or right six bits of the word, de- 
pending on whether Z is r, m, or I. 

Example: char rO 

char m( 
char la 

CONSTANTS: The MACRO assembly system has available a facility by which 
the program constants may be automatically stored. A constant must follow 
the rules for a word and is delimited on the left by a left parenthesis. The 
right delimiter may be a right parenthesis, carriage return, or tab. The 
value of the syllable, (a) is the address of the register containing a. The 
constant a will be stored in a constants block at the end of the program, and 
the address of a will replace (a). 

Examples of the use of constants: 
add (1)0 
lac (add z 1)0 
lac (-760000)0 
lac (flexo abc)0 

START: The pseudo-instruction, start indicates the end of the English tape. 
Instruction, start A must be followed by a carriage return. “A" is the ad- 
dress at which execution of the program is to begin, and causes a jmp A 
instruction punched at the end of the binary tape on pass two. 

DECIMAL: The pseudo-instruction, decimal indicates all numbers are to be 
considered decimal. 

OCTAL: The pseudo-instruction, octal indicates all numbers are to be 
considered octal. 
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APPENDIX 5 

Multiply and Divide Subroutines 

/PDP-d. MULTIPLY subroutine 

/calling sequenced /^ac^ ufti pf/e r P recis 1 0 n multiplication subroutine 
/jms mult 
/lac multiplicand - 

Airne = « msec. 

dzm mp5 
sna 

imp mpz fe 

spa + ell — opr 
cma + cml — opr 
dac mpl 
xct i mult 
sna 

imp mpz 
spa 

cma + cml — opr 
dac mp2 
lac (360000 
ral 

dac mpsign 
lac (-21 
dac mp3 

mp4, lac mpl 
rar 

dac mpl 
lac mp5 
spl -f- ell — opr 
tad mp2 
rar 

dac mp5 
isz mp3 
imp mp4 


mpsign, 


0 

dac mp5 
lac mpl 
rar 

xct mpsign 

isz mult 
J'mp i mult 
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DIVIDE SUBROUTINE 



ypQP -4 ones complement divide subroutine 
/calling sequence: /lac high order dividend 
/jms divide 

/lac low order dividend 
/ lac divisor 

/return; quot. in AC, rem. in dvd. if high dividend is 
/greater than divisor, no divide takes place and L=>1. Time = 3.1 ms 

divide, 0 

spa + ell — opr 

cma 4- cml — opr 

dac dvd 

xct i divide 

spl 

cma 

dac quo 

jms dv5 

dv5, 0 /remainder has sign of dividend 

isz divide 
xct i divide 
sma4-cml — opr 
cma 4- cml — opr 
jms dv4 

dv4, 0 
cli 

tad (1 
dac dvs 
tad dvd 
isz divide 
spi 

jmp i divide 
lac (-22 
dac dvl 
jmp dv2 

dv3, lac dvd 
ral 

dac dvd 
tad dvs 
spl 

dac dvd 


■! 
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'VIDE SUBROUTINE 

(continued) 


dv2, Jac quo 
ral 

dac quo 
is z dvl 
J'mp dv3 

lac dv5 
ral 

lac dvd 
spl 
cma 
dac dvd 
lac dv4 
ral 

lac quo 
spl 

cma + ell - opr 
imp i divide 

start 
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APPENDIX 6 

Programming Aids 



The following programming aids are supplied with the PDP-4. 

PDP-4 ASSEMBLY PROGRAM— A one-pass assembler which allows 
mnemonic symbols to be used for addresses and instructions. Constants 
are automatically assigned. Text statements may be written for printing 
at run time, and a decimal mode may be specified. Up to six character 
symbols may be used, and the symbol table may be punched on paper 
tape for use with the debugging tape below. 

DDT-4 DEBUGGING TAPE — Provides communication with a program 
via the on-line typewriter. Registers may be examined (using mnemonic 
codes) and modified. Communication is entirely in symbolic language. 
Programs may have break points inserted and then run under DDT-4 
control, similar to a tracing routine. A program may be searched for par- 
ticular words. 

DOUBLE-PRECISION FLOATING POINT PACKAGE - Provides floating- 
point arithmetic with a 36-bit mantissa and 18-bit exponent. The routines 
include plus, minus, divide, multiply, fix-to-float, and float-to-fix, with 
decimal input and output. 

MAINTENANCE ROUTINES — There are five maintenance routines. These 
tests are also used as DEC’S standard acceptance test routines. 

(a) CONTEST (CONtinuous TEST) — Verifies that all machine functions 
are performing properly. Each instruction is tested, a core checker- 
board pattern is run, a tape is punched and read, and a message 
is typed. The test then repeats itself. 

(b) INSTEP (INStruction TEst Programs) — Test all machine instruc- 
tions under various modes. 

(c) Checkerboard Program — Provides continuous memory testing 
with four different patterns. 

(d) Reader and Punch Test — Checks the start time of the reader and 
checks the reader using different patterns and variable times. The 
punch is tested by providing tapes for the reader, test. 

(e) Teleprinter Test. 

TAPE REPRODUCER — Reproduces tape using the Interrupt Mode. 

PUNCH ROUTINES — Allow punching in either block format or read-in 
mode format. 
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CTAL DEBUG - A simple debugging routine. 1 

MISCELLANEOUS INPUT-OUTPUT Rnimwce ^ ! 

precision input and output and soecial TpI "Octal, decimal, double 1 

demonstration programs , 1 ype COnversion routines - 1 

(Tn-Pos), Pen Follow, Type-in Character Kspliran^Ch 6 P ? int D Displa l 

FLOATING POINT FUNCTIONS - Allnwc • P y ' d Character Punch - 1 
an? as doub,e precision sine cosine 'tanp US t UflCtions to be com Puted^ 

FORTRANcom^ l i| , e P r! LER a ' DEC for the completion date of thlsl 


1 

2 

4 

8 

16 

32 

64 

128 

256 

512 

1 024 

2 048 
4 096 
8 192 

16 384 
32 768 
65 536 
131 072 
262 144 
524 288 

1 048 576 

2 097 152 
4 194 304 
8 388 608 

16 777 216 
33 554 432 
67 108 864 
134 217 728 
268 435 456 
536 870 912 

1 073 741 824 

2 147 483 848 
4 294 967 296 
8 589 934 592 

17 179 869 184 
34 359 738 368 
68 719 476 736 
137 438 953 472 
274 877 906 944 
549 755 813 888 
099 51 1 627 776 
199 023 255 552 
398 046 511 104 
796 093 022 208 
592 186 044 416 
184 372 088 832 
368 744 177 664 
737 488 355 328 
! 474 976 710 656 
> 949 953 421 312 
i 899 906 842 634 
I 799 813 985 248 
1 599 627 370 496 
' 199 254 740 992 
t 398 509 481 984 
3 797 018 963 968 
7 594 037 927 936 
j 188 075 855 872 
1 376 151 711 744 


APPENDIX 7 

Powers Of Two 


1 .0 
0.5 
0.25 
0.125 
0.062 5 
0.031 21 
0.015 61 
0.007 8 
0.003 91 
0.001 9. 
0.000 9 
0.000 4 
0.000 2 
0.000 1 
0.000 0 
0.000 C 

0.000 c 
0.000 c 
0.000 c 
0.000 c 
0.000 ( 
0.000 ( 
0.000 ( 
0.000 ( 
0.000 I 
0.000 I 
0.000 I 
0.000 I 
0.000 I 
0.000 1 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 
0.000 


976 562 5 
488 281 2 
244 140 6 
122 070 3 
061 035 1 
030 517 5 
015 258 7 
007 629 : 
003 814 6 
001 907 : 
000 953 t 
000 476 f 
000 238 - 
000 119 : 
000 059 < 
000 029 I 
000 014 1 
000 007 ■ 
000 003 
000 001 
000 000 
000 000 
000 000 
000 000 
I OOO 000 

i 000 000 
l 000 000 
I 000 000 
) 000 000 
) 000 000 
) 000 000 
) 000 000 
) 000 000 
1 000 000 
1 000 000 
3 000 000 
3 000 000 
[3 000 000 
0 000 000 
0 000 000 
0 000 000 
0 000 000 
0 000 000 
0 000 000 
0 000 000 
0 000 000 
0 000 000 
0 000 000 


5 
25 
625 
312 5 
156 25 
578 125 
789 062 i 
394 531 J 
697 265 i 
348 632 f 
674 316 ■ 
837 158 : 
418 579 
209 289 : 
604 644 
802 322 
901 161 
450 580 
725 290 
862 645 
931 322 
465 661 
232 830 
116 415 
058 207 
i 029 103 
i 014 551 
I 007 275 
) 003 637 
) 001 818 
) 000 909 
) 000 454 
) 000 227 
3 000 113 
3 000 056 
3 000 028 
3 000 014 
3 000 007 
0 000 003 
0 000 001 
0 000 000 
0 000 000 
0 000 000 
0 000 000 
0 000 000 
0 000 000 
0 000 000 
O 000 000 


5 
25 
625 
812 5 
406 25 
203 125 
101 562 : 
550 781 : 
775 390 , 
387 695 
193 847 
596 923 
298 461 
149 230 
574 615 
287 307 
643 653 
321 826 
660 913 
830 456 
915 228 
957 614 
978 807 
989 403 
494 701 
747 350 
373 675 
; 686 837 
843 418 
I 421 709 
I 210 854 
’ 105 427 
! 552 713 
776 356 
) 888 178 
) 444 089 
) 222 044 
) 111 022 
3 055 511 
3 027 755 
3 013 877 
3 006 938 


5 

25 
625 
312 5 
656 25 
808 125 
914 062 
957 031 
478 515 
739 257 
869 628 
934 814 
467 407 
733 703 
366 851 
183 425 
091 712 
545 856 
772 928 
886 464 
443 232 
721 616 
860 808 
430 404 
715 202 
357 601 
678 800 
839 400 
I 419 700 
> 209 850 
; 604 925 
I 302 462 
151 231 
i 575 615 
' 787 807 
1 893 903 


5 

25 
625 
812 5 
906 25 
453 125 
226 562 5 
613 081 25 
806 640 625 
903 320 312 1 
951 660 156 : 
475 830 078 
237 915 039 I 
118 957 519 
059 478 759 
029 739 379 
014 869 689 
007 434 844 
003 717 422 
001 858 711 
500 929 355 
250 464 677 
125 232 338 
062 616 169 
031 308 084 
515 654 042 
257 827 021 
628 913 510 
' 814 456 755 
I 907 228 377 
953 614 188 
i 976 807 094 


5 

25 
125 
062 5 
531 25 
765 625 
882 812 
941 406 
970 703 
485 351 
242 675 
621 337 
810 668 
905 334 
452 667 
726 333 
363 166 
171 513 
590 791 
215 395 
647 697 
823 848 


5 

25 

125 

562 5 

781 25 

890 625 

945 312 5 

472 656 25 

236 328 1 25 

668 164 062 5 

834 582 031 25 

417 041 015 625 

708 520 507 812 5 

854 260 253 906 25 

927 130 126 953 125 

963 565 063 476 562 5 

481 782 531 738 281 25 

94T) 891 265 869 140 625 
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127 

47 

/ : 

061 

21 

Q 

130 

50 

& ; 

160 

60 

R 

111 

51 

$ 

133 

53 

S 

062 

22 

_ " 

100 

40 

T 

043 

23 

upper case 

174 

74 

U 

064 

24 

lower case 

172 

72 

V 

045 

25 

tab 

076 

36 

W 

046 

26 

carr, ret. 

200 

77 

X 

067 

27 

tape feed 

177 
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INTRODUCTION 


CANUTE was designed to prepare and edit paper tapes in FIO-DEC or ASCII codes using the 
Type 28 Teleprinter normally found on the PDP-4. The program includes commands which will 
read and punch paper tape; print, delete, change, and insert text. 

The basic units of data handled by CANUTE are a "page" and a "line." 

A page on paper tape consists of all text between two stop codes; a page in memory consists of 
all the text in CANUTE'S buffer. 

The contents of the buffer are divided into "lines." A "line" is the string of characters between 
two carriage returns, an^includes the last carriage return. The lines in the page are implicitly 
numbered in decimal starting at 1, and may be referenced by their line numbers. 

OPERATION OF CANUTE 

CANUTE operates in two modes: 

1 . Command Mode. All characters typed by the user are taken as commands to CANUTE. 
Copyright 1964 by Digital Equipment Corporation 2 . Text Mode. All typing is assimilated as part of the text and stored in the buffer, where 

it may be examined or punched out later. 

When CANUTE is running, the state of the link will indicate which mode CANUTE is in: 0 for 
command and 1 for text. 

Commands 

The general forms which commands may take are: 

nL ) 

n ,m L ^ 

where n and m are the first and second arguments, and L is a single command letter followed by 
a carriage return. 

Commands, as shown later, may have zero, one, or two arguments. Those commands which 
take no arguments will not be executed if they are provided with any. If a command takes 
arguments which refer to a line or lines of text, then the arguments must refer to lines actually 
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in the buffer. If two arguments indicate the first and last lines of a group, then the first must 
be smaller than the second. 

The command is made final by the carriage return. All typing on a single line may be erased 
at any time before typing the carriage return by typing line feed. Whenever an error in for- 
mat, illegal use of arguments, or an illegal control letter occurs, CANUTE types a question 
mark (?) and ignores all previous typing on that line. 

Arguments 

An argument may be an arithmetic expression containing decimal numbers, the character per- 
iod (.), and the character slash (/). The operations are addition, specified by space, and 
subtraction, specified by minus sign. 

Period 

The character period (.) in command mode is shorthand for the number of the last line refer- 
enced. For some commands, the value of period after the completion of the command is ob- 
vious; for others, less so. 

After a delete, the value of period is equal to the number of the line preceding the deleted 
line (s). This includes the value zero if line one was deleted. After an insert (I), append 
(A), or change (C) command, the value of period is equal to the number of the last line in- 
serted or if none was inserted, period has the value of the line after which the text would have 
been inserted. 

Slash 

The character slash (/) may be used in command mode as shorthand for the number of the last line 
on the page. 

Colon 

In command mode, typing colon will cause CANUTE to print the octal value of the last expres- 
sion typed. For example; to find the number of the last line on the page, type slash followed 
by colon. 
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Tabulation 


Some PDP-4's have tabulation hardware, while others do not. The S key in figures case is al- 
ways the tab key, and tabs will be spaced out on machines which do not have tab hardware. 
ACS! should be set to one when operating CANUTE. on machines which do not have tab hard- 
ware to specify that spacing should fake place when a tab is processed from the input keyboard. 
Tabs are always spaced on output. 

Blank Key 

Striking the blank key in command mode will cause the next line to be printed. 

There are two distinct uses of the blank key jn text mode: 

1 . If the blank key is the first character struck on a line, CANUTE will return to the 
command mode, having completed its assigned task. 

2. If the blank key is struck after some text has been typed on the current line, the last 
character will be erased. 

The blank key may be repeatedly struck, removing one character per stroke until all characters 
are removed from the line. At this point, if the blank key is struck again, control returns to the 
command mode. When using the blank key to erase, the use of the character dollar sign fol- 
lowed by a character is considered a single character. (See Appendix 1.) As stated previously, 
the link will contain a 1 when in text mode, and a 0 when in command mode. 

Commenting Mode 

When in the text mode, a line may be terminated by the character pair, dollar sign, carriage 
return. For the line in question, this has precisely the same effect as terminating with a car- 
riage return. 

However, it has the additional effect of causing the next line in the buffer to be typed out up 
to but not including the carriage return, and leaving control in the text mode as if the user had 
typed in the line. 

The user may now perform on the line any of the normal text editing operations, such as eras- 
ing characters by striking the blank key, erasing the entire line by line feed, terminating the 
line with a carriage return (or dollar sign, carriage return) or adding text, such as comments, 
to the line before completing it. 
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USE OF CANUTE 



CANUTE uses the program interrupt facility for all l/O service. Paper tape and Teletype in- 
put and output are fully buffered. Consequently, the paper tape reader and punch may be 
active simultaneous with typing in by the user. 

The punch buffer will hold approximately one-half page of commented program (512 characters) 
or a full page of uncommented program text, so that CANUTE will be ready to process commands 
almost 9 seconds before punching terminates. In addition, CANUTE will accept and buffer up 
to 40 characters of typed input while doing other operations, such as tape-to-tape. When 
CANUTE processes (as opposed to accepts) each carriage return, it types a line feed; so this 
response signal may be used to determine when CANUTE has caught up with the user's typing. 

In all cases, when CANUTE responds to a carriage return with a line feed, the line preceding 
the carriage return has been processed. 

If an interrupt occurs which CANUTE cannot process, the computer will halt displaying the 
status register in the AC lights. To remove the offending interrupt, load the IOT which will 
clear the source of the interrupt into the AC switches, and press CONTINUE. Reset the AC 
switches, and press CONTINUE again to execute the IOT and proceed. 



CANUTE will store about 6000 characters on a 4K machine, or 18,000 characters on an 8K 
machine. This corresponds to about 8 (4K) or 24 (8K) pages of uncommented program, or about 
3 (4K) or 9 (8K) pages of heavily commented text. 


If CANUTE is executing a read command when the buffer becomes almost full, the reader is 
stopped after the next carriage return so that no characters will be read that cannot be packed, 
and a message is typed. If the buffer becomes full, a diagnostic is typed and no more characters 
may be processed before the entire contents of the buffer are killed. 


To restart CANUTE without affecting the contents of the buffer, start at 22g. 


Loading Canute 

To use CANUTE, load the program tape. The program will start automatically. Set AC1=1 if 
the Teletype does not have tab hardware. Set AC17 to 0 or 1 depending on whether parity 
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checking is or is not desired when reading tape. Set all other AC switches to 0. The program 
is now ready to accept commands. 

Parity Check 

CANUTE will parity check while reading if AC17=0. Upon encountering a parity error, a dia- 
gnostic which includes the line number and character will be typed; and processing will con- 
tinue with the offensive character replaced by the character with code 76_, which is an unused 
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character in the FIO-DEC set. This code will print as dollar sign, space, on the Teletype. 

If AC 17=1, parity errors will be ignored. 

Suppressing Punching 

Punching may be suppressed by putting up bit 0 and leaving it up until the command given is 
completed . 


Print Suppression 

It is occasionally desirable to stop printing which is in progress. To do this, put AC switch 0 
up, then down. After suppressing printing, the current line indicator will hold the last line 
that would have been printed had printing not been suppressed. 


Special Key Controls 


blank key (text mode) 1) leave text mode 

2) erase last character 

blank key (control mode) print next line 

line feed delete anything typed or type next 

line if nothing typed (control mode) 

I carriage return complete specified action 

I dollar sign, carriage return (text mode) complete line and type next line remaining 

In text mode . 


$ddd in text mode, dollar sign followed by 

three octal digits will put that code in 
the string; in lower case if the first 
digit is 0, in upper case if the first 
digit is 1 . 
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AC Switch Controls 



bit 0 

up then down suppresses punching or printing 

bit 1 

up for Teletype without tab hardware . 

bit 14 

up: during ASCII output, translate the tab 


character into spaces on output 

bit 15 

up for ASCII output; down for FIO-DEC 

bit 16 

up for ASCII input; down for FIO-DEC 

bit 17 

up to suppress parity checking when reading 


EDITING COMMANDS 


Commands 

Arguments 

Action 

nD 

1 

Delete linen. The line that was n+1 now becomes line 

n, and the line that was n+2 now becomes line n+1, 

etc. Period (.) will be set equal to n-1 . 

n, mD 

2 

Delete lines n through m, renumbering all lines after 
line m appropriately. Period will be equal to n-1. 

K 

0 

Kill . The contents of the buffer are erased, and 

CANUTE reset. 

A 

0 

Append to the buffer. After typing a line feed, 
CANUTE is ready to accept text input. Text will be 
appended to the end of the buffer. The correspon- 
dence between the Teletype characters and the FIO- 
DEC set is contained in Appendix 1 . The values of 
slash (/) and period (.) are updated appropriately. 
Period will be equal to the number of the last line 

typed in. 

nC 

1 

Change line n. Line n will be deleted and the text 

typed in inserted in its place. If the input text is 

more or less than one line, slash and period will be 
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Commands 

Arguments 

Action 



updated appropriately. Period will be equal to the 
number of the last line typed in. 

n, mC 

2 

Delete lines n through m, and insert the incoming text 
in their place. Period will be equal to the number of 

the last line typed in. 

nl 

1 

Insert the incoming text before line n. Period will be 
equal to the number of the last line that was inserted. 

PRINTING COMMANDS 

Commands 

Arguments 

Action 

nL 

1 

j 

Print line number n on the Teletype. The value of 
period (.) will be set equal to n. 

n,mL 

2 

Print lines n through m. The value of period (.) will 
be set equal to m upon the completion of the command. 

W 

0 

The entire contents of the buffer are printed. 

nW 

1 

Write n pages. Perform the sequence K, R, W, n times, 
inserting enough line feeds to space to the top of the 
next page each time. The buffer will be empty upon 
completion. 

Q 

0 

Print the entire contents of the buffer, suppressing all 

text on each line from the second tabulation. 

nQ 

1 

Print line n, suppressing all characters from the sec- 
ond tabulation on. I 

n,mQ 

2 

Same as Q, but lines n through m. 




Commands 


Arguments 


Action 



nG 

1 

Get. Scan from (not including) line n until a line 



which begins with a character other than tabulation. 



carriage return, or slash is found, and print it. 

B 

0 

Backup one line, and print it. 


TAPE COMMANDS 


Commands 

Arguments 

Action 

R 

0 

Read into CANUTE'S text buffer from paper tape until 
a stop code or the end of tape is encountered. 

nR 

1 

Reaa until ri lines or a stop code have been read (not 
pages). 

Z 

0 

Skip one page on tape. The buffer remains unchanged. 

nZ 

1 

Skip n^ pages of text. The buffer remains unchanged. 

O 

0 

Execute the sequence P, S, K. 

N 

0 

Punch the entire contents of CANUTE'S buffer, a stop 
code, clear the buffer, and read a new page from tape. 
This command has the effect of combining the com- 
mands, P, S, K, R. 

mN 

1 

Same as N, except that the nextm-1 pages from tape 
are copied tape to tape before reading the mth page 
into the text buffer. This command Is the same as P, 
s / frn-1) T, R. 

nT 

1 

Transfer n pages directly from tape to tape. The buffer 
will be clear when the command is complete. If with- 
in the range of T there are two stop codes in a row 
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Commands 


Arguments 


Action 




separated only by tape feed, the second will not be 
punched but will be counted as a page. 

P 

0 

Punch some tape feed, then the entire contents of 

CANUTE'S buffer. 

nP 

1 

Punch line n only. 

n, mP 

2 

Punch lines n through m. 

S 

0 

Punch some tape feed and a stop code . 

X 

E 

c 

2 

Insert n lines from tape (or until a stop code is en- 
countered) after line m. 

nF 

1 

Punch n lines of tape feed. 





APPENDIX 1 


CHARACTER SET EQUIVALENCES 


To provide a way of representing all the characters in the FIO-DEC set it was 
necessary to use an "escape character." When the escape character "$" appears 
in text mode, the character that follows it is interpreted differently than had 
it been typed alone. 

For example, the upper case FIO-DEC letters are represented by preceding 
the Teletype letter by a dollar sign; whereas the lower case FIO-DEC letters 
are represented by the letter itself. The equivalences for the punctuation char- 
acters preceded by a dollar sign are contained in Appendix II. 

Some of the factors involved in the choice of equivalences were compatibility 
with EDMUND, ease of use In preparing PDP-4 Assembly Language and FOR- 
TRAN Language programs, and future use of CANUTE for editing tapes in 
ASCII code. 
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appendix ii 

TELETYPE CODES 


FIO-DEC 

0 to 9 


Teletype 28 

0 to 9 

ASCII 

a to z 


A to Z 

0-9 

A to Z 

II 

1 


$A to $Z 
$" 

A - Z 
A - Z 

II 



$' 

$ o 

I 

D 


$, 

$/ 

4- 

V 

A 


% 

# 

< 


$ # 

<t 

& 

> 

r 

o 

$& 

V 

< 

> 


/ / 

0 ' / 

9 / 

1 / (comma) 

' 

$• (center dot) 

3 " (under bar) 

, “ (minus) n * a * 

> f : 

- $> ! 

I '(overbar) J. 0 . 

( (non-spacing vertical strike) \ 

! *< , ( 

^ . (period) 

^ * 

$ (vertical strike, capitals) $'.$$ * 

: (center dot, period) $ 

; (center dot, comma) : (colon) 

; (semi-colon 

In addition when translating from ASCII to FlO-npr 

Pair carnn „ FIODEC carnage return generates the character 

::: zir n ' hne feed - AH tape — - - - — - - <* - 


$ 

: (colon) 

; (semi-colon) 
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APPENDIX II! 


COMMAND SUMMARY 


Command 

A 

B 

c 

D 

F 

G 

I 

K 

L 

N 

O 

P 

Q 

R 

S 

T 

W 

X 

z 


append 

back up one line 
change 
de I e te 
tape feed 

get next address tag 
insert (before) 
kill 

list line 

punch, stop code, kill and read 
punch, stop, code and kill 
punch 

suppress comments 
read and append 
punch stop code 
tape to tape 
write page(s) 
read and insert 
skip pages 
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KEYDATA ON LINE FACILITY 
HANDLES BUSINESS 
APPLICATIONS 


DIGITAL EQUIPMENT CORPORATION • 


MAYNARD, MASSACHUSETTS 





A U.S. District Court decision establishing a fund to 
settle a stockholders' suit created an unprecedented 
problem: How do you log and acknowledge correspon- 
dence, verify eligibility, determine losses, and compute 
compensations from a $5,300,000 fund with from 

50.000 to 100,000 claims expected? 

One approach would be to establish an organization 
staffed by attorneys to process all the applications, 
since a major demand is that each document in each 
claim must satisfy detailed legal specifications. The 
complexity of the problem ruled out the possibility of 
clerks performing the evaluation under the supervision 
of an attorney. Instead, the solution devised by Keydata 
Corporation of Boston was selected. • 

Keydata’s approach was to use an on-line data acquisi- 
tion and processing facility based on Digital’s general- 
purpose Programmed Data Processor-4 computer, a 
Data Communication System and seven Keydata Tele- 
printer input-output stations, and an extensive Micro 
Tape subsystem. Following procedures approved by the 
court, the Keydata system performs the sorting, search- 
ing, recording, acknowledging, and evaluation functions 
necessary to insure that each claim satisfies the many 
rules defining eligibility. The system is designed to 
insure strict adherence to the court-approved settlement 
plan and to minimize human intervention and errors. 
The storage consideration was critical, since more than 

75.000 transactions are involved. 

And since Keydata designed the system and its software 
for general-purpose use, it will be able to perform sev- 
eral different types of business and scientific data 
processing assignments. 

Keydata is a division of Charles W. Adams Associates 
Incorporated of Bedford, Mass., electronic data process- 
ing consultants. Keydata was named an assistant spe- 
cial master by the court when the fund was established 
to pay claims of investors in a firm whose stock price 
had slumped. 

Administration of the fund is a three-step process: 

1. logging, acknowledging, and accounting for ap- 
plications sent in by stockholders and former 
stockholders 

2. examining each claim in detail, verifying it ac- 
cording to thorough procedures established by 
the court -appointed master 

3. computation of individual losses, determination 
of awards, court approval, and distribution 

In phase one, operators at the seven on-line Keydata 
stations logged each claim by typing in the claimant 
identification and information. The system responded 
by accounting for control and filing numbers that had 
been assigned to each claim. In addition, standard 
format, field, and consistency checking was done in 
real time, thereby providing dynamic control of the 
acquired data. Each day, after all new claims had been 
logged and stored on tape, the computer: 


1. Searched prior tapes for previous claimant in. 
formation 

2. Typed a- letter to each new claimant acknowiedg. 
ing his application 

3. Provided statistical analyses of claimant infor- 
mation for review by the court 

4. Sorted all names and addresses into alphabetical 
order for a compilation of all claimant 
information 

5. Printed an alphabetical index to the chronologi. 
caliy filed claim folders. 

This operation continued five and a half months. 

The second phase, processing and evaluating in detail 
each transaction to insure that it conforms to the 
court-approved specifications, is expected to be com- 
pleted after some seven months of work. In this step,- 
an operator at a Keydata station calls up a transaction 
from Micro Tape by its file number for an extensive 1 
testing of its form and content. When the project began, 
37 rules were established to determine the eligibility! 
of the claim. Midway through step 2, the number had 
reached 150, as a better understanding of the problems 
was achieved. Keydata officials expect the ultimate 
number of rules governing eligibility to approach 200J 

To help the Keydata operators perform this function, a' 
30-question check list based on the eligibility rules was 
developed. Clerks compare the filed records constituting 
the claim record against the check list, then post the 
results on Micro Tape. The computer later evaluates: 
each claim on the basis of the check list, rejects those 
which fall beyond the gross limits, and indicates what 
amendments are required to those which are not com- 
pletely correct in form but are still apparently eligible. 
Again, the computer types out, after evaluation opera- > 
tions are completed for the day, the necessary letters to 
tell each claimant that his eligibility has been estab- ; 
lished, that he must file additional specified informa-: 
tion, or that his claim has been rejected. 

Some of the questions on the check list are given 1 
below. ; 

1- ... is the name (of the applicant) the same . .1 _ 

la. (to be answered if the answer to 1. was NO) 
Was the change made to correct spelling only? 

lb. (to be answered by a special reviewer if the : 
answer to la. was NO) What rule covers the : 
name change in this case? 

2. Does the name on the application compare with 
the name on each supporting document? 

2a. (to be answered if the answer to 2. was NO) Has 
every person whose name appears as an appli- 
cant on the form and every person whose name 
appears on a supporting document signed the 
application on the back of the form? 

3. Is there a legible purchase confirmation with the 
application? 


3a. (to be answered if the answer to 3. was NO) Is 
there a legible broker's statement supporting 
the purchase in that it shows date of purchase 
and purchase price? 

3b. (to be answered by the special reviewer if the' 
answer to 3a. was NO) What rule covers the lack 
of a purchase confirmation? 

Other questions cover ownership, whether individual or 
corporate, disposition, securities dealer involved in the 
disposition, date of transaction, the presence of signa- 
tures and oath, the legibility of the information in the 
notary public’s stamp, .and the presence of a notary’s 
seal on the application. 

The final step in the process will begin after all informa- 
tion has been gathered and verified. Its aim will be to 
determine the exact amount to be paid to each claimant 
based on his approved, recognized loss. This operation, 
including the complex calculation required to allocate 
the $5,300,000 in the fund equitably among those 
eligible, will also be carried out by the system. After the 
court approves the proposed settlement, those eligible 
will be told, in letters typed by the system, what their 
awards will be, and the ineligible applicants will be 
notified that their claims have been disallowed. An 
appeal period will be set aside before actual disburse- 
ment begins. As the final operation, the Keydata system 
will make out the settlement checks on the 300 lines- 
per-minute printer. 

Basic to the Keydata concept is the on-line data input- 
output stations, where Teleprinter keyboards feed data 
directly into the computer. Other approaches, such as 
punching the data from the applications and supporting 
documents on cards or paper tape for later input, would 
have resulted in far more error. Keydata determined, 
for example, that data input error percentages run as 
high as 10 per cent for card systems. 

The continuous format checking permitted by the on- 
line system held unverified input errors initially to less 



Keydata’s on-line teleprinter input-output stations feed data 
directly into the PDP-4 computer, reducing input errors 
through continuous format checking and eliminating the 
delays associated with card input systems. TWX facilities 
are also available for remote input and output. 


than 1 per cent. Further refinements in format testing 
indicated a possible further reduction to less than 
1/2 of 1 per cent. 

A further disadvantage of the off-line input approach 
is the time delay between preparing and testing inputs. 
With a card system, cards might be prepared one day, 
verified the second, and fed into the computer for 
format checking on the third. By the time format 
errors were detected, the documents needed to correct 
faulty cards would have been filed away, leading to time 
lost in retrieval. With the Keydata system, however, the 
computer checks the input data continuously and noti- 
fies the operator immediately when an error has been 
made. The data needed is still at hand, and the erro- 
neous entry is corrected without delay. 


Other uses being considered for the Keydata system 
are in business data processing and information stor- 
age and retrieval. The business application includes, 
scheduling, ordering and billing, inventory control, cus- 
tomer account status and credit aging reports, and 
payroll preparation for from 32 to 48 clients. Users 
will send data to the system and get their results back 
on private lines at their facilities. This represents a 
significant departure from normal batch processing 
techniques. 

In addition to the leased lines, TWX facilities would be 
available. This service would permit users anywhere 
in the country to dial the Keydata computer number, 
TWX in their data, and get their results back on TWX. 
A user could insert the proper forms in his machine, 
whether blank checks, inventory or scheduling reports, 
or ordering sheets, and have the system print them 
right in his office. Control information in the system 
would not permit him to use services to which he had 
not subscribed, and other safeguards. would keep his 
records unavailable to other users. The only equipment 
he would need would be the TWX machine, which he 
could continue to use for other purposes when he 
wasn't calling for computer service. 



Shown at the operator's console of the Keydata PpP^4 are 
Charles W. Adams, seated, president of Charles W. Adams 
Associates Inc., Keydata’s parent firm, and Harlan t. 
Anderson, Digital vice president. 
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A typical PDP-4 installation with Paper Tape Reader 
and Printer-Keyboard Type 65. 


DIGITAL’s Programmed Data Processor-4 is a stored 
program digital computer designed to bring the flexibil- 
ity, economy and reliability of a production-model 
general purpose machine to special purpose systems. 

• ■! The basic function of the PDP-4 is to collect informa- 

tion from and distribute information to a wide variety 
of peripheral devices according to a predetermined set 
of instructions. However, it may also be used to advan- 
tage in a wide variety of test and training applications. 

i The PDP-4 is a single address, general purpose com- 

puter operating on 18-bit binary numbers. A random 

PDF access magnetic core memory with a complete cycle 

■ time of 8 microseconds is used to achieve a computation 

..^J rate of 62,500 additions per second. 


A SYSTSMS-TYPE COMPUTER FOB 
INTER-DEVICE INFORMATION CONTROL 


PDP-4 is a single address, IS-bit, parallel machine. It has 
many powerful programming features, such as capability for 
Boolean operations, expandable conditional instruction, and 
a subroutine calling instruction. 

The instruction format includes 4 bits for instruction code, 

1 bit for indirect modified addressing and 13 bits for memory 
address or variations of the basic instructions. 

Instruction Operation Code Designation 

Indirect Address Designation 

Address of Operand (Y) 

| 0 1 2 3|4j5 6 7 8 9 10 11 12 13 14 15 16 17| 

When the indirect bit is a ONE, indirect addressing (or 
deferring) is specified. A defer memory cycle is required 
during which time the contents of the memory cell addressed 
is selected and the address part of this cell is used as the 
effective address of the original instruction. The instruction 
part of the cell and the indirect bit are ignored when obtain- 
ing the effective address. In addition, if the cell indirectly 
addressed is 10.-17*, a ONE is added to the contents of that 
cell before the address part is used as the effective address. 

Operating times of PDP-4 instructions are in multiples of the 
8 microsecond memory cycle. Add, deposit and load, for ex- 
ample, are two-cycle instructions completed in 1 6 microseconds. 
Input-output connections are programmed by specifying iot 
instructions which affect the state of selected devices. The in- 
structions may be microprogrammed to allow one basic 
instruction to handle one or more devices by changing the 
bits of the command. 



The PDP-4 includes all essential elements for optimum per- 
formance as a systems component. The standard machine 
consists of: 

A Central Processor — which performs arithmetic 
operations, controls the memory, and handles information 
entering and leaving the machine: 

An Operator Console — which contains all controls 
needed to observe and modify the status of the Central 
Processor: 

A 1024 or 4096-Word Memory — which provides 
storage for information being collected or distributed and 
instructions for the Central Processor; and 

A Paper Tape Reader — which permits information 
and instructions to be read from 5, 7 or 8-hole perforated 
paper tape into the Central Processor at the rate of 300 lines 
per second. 

Various options available to extend the usefulness of the 
PDP-4 including the Real Time Option are described on 
Page 6 and 7. 

Applications for which the PDP-4 is particularly recom- 
mended are: 


Data Control 
Data Reduction 
Digital Training 
Data Collection 
Data Processing 


Process Control Systems 
Bioelectrical Analysis 
Measurement and Simulation 
Wave Form Generation 
General Purpose 










Keys and toggle switches available on the PDP-4 control panel provide max- 
imum ease of operation. Their functions are as follows: 


Key 


Console Keys 
Function 


START 


STOP 


CONTINUE 

EXAMINE 


DEPOSIT 


EXAMINE 

NEXT 


DEPOSIT 

NEXT 


Switch 

POWER 

SINGLE 

STEP 


SINGLE 

INSTRUC- 

TION 

REPEAT 


SPEED 


Starts the computer. The first instruction is taken from the 
memory address indicated by the Address Switches. The 
Accumulator and Link are reset to zero each time Start is 
pressed. 

Causes the computer to halt functional operations at the 
completion of the memory cycle in progress at the time of 
key operation. 

Causes the computer to resume operation beginning at the 
address specified by the Program Counter (PC). 

Sets the contents of the memory location indicated by the 
Address Switches into the Accumulator (AC) and Memory 
Buffer. 

The Memory Address Register will contain the address of the 
memory location being examined and the program counter 
will contain the address of the next location. 

Sets the word selected by the Accumulator Switches (ACS) 
into the memory at the location specified by the Address 
Switches. The results will remain in the Accumulator and 
the Memory Buffer. The Memory Address Register will con- 
tain the address of the memory location holding the informa- 
tion, and the Program Counter will contain the address of the 
next location. 

Sets the contents of the memory at the address specified by the 
Program Counter into the Accumulator and the Memory Buffer. 
The C(PC) are indexed by one, and the Memory Address 
Register will contain the address of the location examined. 

Sets the contents of the Accumulator Switches into the memory 
at the location specified by the Program Counter. The C(PC) 
will be indexed by one, and the Memory Address Register 
will contain the address of the location holding the information. 

Console Toggle Switches 
Function 

Turns on the power. 

Causes the computer to halt at the completion of each memory 
cycle. This switch is particularly useful in maintenance tasks. 
Repeated operation of the Continue Key will step the program 
one cycle at a time so that the state of the machine can be 
examined at each step. 

Causes the computer to stop at the completion of each 
instruction. 

Causes operations initiated by console keys to be repeated as 
long as the keys are depressed. The operations are performed 
at the rate set by the Speed Switch. 

Controls the speed of the repeat function. 


m 


Addressable or 
memory address.;? 
location of an oc * 

Mnemonic Octal 
Coda Coda 


cal 

dacY 


Jms Y 


'<teni Y 

lac Y. 


oo 

04 


ip-4 INSTRUCTIONS 


(EMORY REFERENCE INSTRUCTIONS 

, reference instructions are instructions which contain a 
address portion of the instruction word specifies the 
[ in the memory. 


Operation 

Same as )ms 20. The address portion of this instruction 
Is ignored. 

D 5 po 5.'^5f cumula,0 li, C(AC) are deposited in memory register Y. 
f The C(AC) are unaffected by this operation. 

C<AC) => C(Y) 

I Jump to Subroutine. C{PC) are deposited in memory register Y. 
The next instruction will b? taken from Y -f 1, the beginning 
of the subroutine. 

. C(PC) => C(Y). y + 1 => C(PC) L - > C(Y„). 

Deposit zero in memory. The contents of register Y are changed 
to zero. The original contents of Y are lost. . 

O => COO 

Load AC.’ The C(Y) replace the C(AC). The prevous C(AC) are 
lost The C(Y) are unaffected. 

C(Y)=>C(AO ; 

Exclusive' OR.^ TT»« 'exclusive ""OR” logical function is performed 
? » a i bi k by '«£ batween the C(AC) and CCY). The result Is 

left In the AC and the original C(AC) are lost ' - 


OPERATE GROUP 

basicTnstructi i ons rUCti ° nS USB bitS 5 throU8h 17 to s P ecif y variations of the 


Mnemonic 

Code 


Octal Time 
Code Cisec) 

74xxxx 8 


Operation 

°P? ra, «: The operate instruction is also the conditioning (skip) 
2 . w il 01 ) a Particular condition Is present, the following 

mstruciion will be skipped. The various micro program events 
occur at different times to allow several events to be pro- 
grammed which affect the same element. This is a micro 
program instruction using bits 4-17 to specify the desired opera- 
tions. Combinations of the individual operations can be made. 
The operations are specified by bits as follows: r . •; 


‘Y^v/ov- v’-. 


£• - add Y 

r- •. v • 'i •' 

v'- - ■ 


i'VVi. 


r 1 / . ■’ xetV ' 

1.. •. 1 

.^bzY. 

V 

£ ■■ ■■• 


C(AC)i original 
0 

1 1£'- 1 ...< ; •• 


CfY)l 
0 ■ 
a ; 

0 

1 . 


>-v ;. : 

C<AC)j final 

1 
1 1 
o 


50 


iSHW 

i 

®8i 




54- 


Imp Y . 


Add (ONE - * Complement). The C(Y) are added to the C(AC) In 
.°£ E •grteSSP*. •rUhmetic. The result is left in the AC and 
the original C(AC) is lost. This type add instruction Is commonly 
used f°r. most arithmetic The- Link bit is sat to a ONE If the 
sum of the magnitude of C(Y) and C(AC) Is greater than 2° — 1. 

v C(AC) + C(Y) => C(AC). ■' 

Add (TWO's Complement) Add. The CCY) Is added to CCAC) In 
TOO s complement arithmetic If there is a carry out of bit 0, 
the Link will be set to ONE. This typo of add Instruction Is use- 
ful In multiple precision arithmetic. 

C(AC >+ C(Y)=> C(AC> 

The Instruction In register Y will be executed. The computer will 
act as if the instruction located In Y were' In the place of 
the xct Y. 

-Mv. 

Index end Skip if zero. The CCY) are replaced by CCY) + 1. The 
CCAC) are unaffected by this Instruction. The addition Is done 
using twos complement arithmetic. If the sum is +0. the 
next instruction Is skipped. * 

~ ' *■: ■ J . CCY) + 1 => CCY) 

i2!l! lo *'^?. l .!! AN0 ” function Is performed on a bit- 
>1 end CCY). The result Is left In the 

K AC end the original CCAC) are lest 

C00 A WO => C(AO 

CCAC), original 

.'v fiv'f.i • [j ' 

SZU™ ^mparea with the CCAC). If the two numbers are 
amerent, The next instruction In the sequence is skipped. The 
CCAQand CCY) are both unaffected by the instruction. • 

™ reset to address Y. The next instruction to 
tente bf the PC are'lost 0 " 1 memor Y re * istBr Y - T h « original con- 
•. . y=>c(pc) . ‘ • v ; v . 


namonlc 

Code 

Octal 

Code 

Operation . 

•••:-. Sequence 
(event time) 

cma 

1 

Complement AC. C(AC) ' => C(AC). 

3 

cm! 

2 

Complement Link.' L => L "■ - 

■ . • 3 

oas 

4 

Inclusive OR AC switches with AC. 

C(ACS) V C(AC) C(AC). . . : 

3 

rat 

10 

Rotate AC and Link left one place. . 

ACi => ACi-1: AC, => L; L => AC„ 

3 

rtl V 

2010 

Rotate AC and Link two places left 

2,3 

rar 

20 

Rotate AC and Link right one place. 




AC, => AC. + l: L => AC,; AC„ => L 

3 

rtr 

' 2020 

Rotate AC and Link two places right. 

2.3 

hit 

fe 40 

Halt the machine. 

4 

sma 

, 100 

Skip on minus AC. If AC, = 1 the next 
instruction In sequence is skipped. 

.‘.'-I 

apa 

1100 

Skip on plus AC. If AC, = 0. the next 
instruction in sequence is skipped 

1 

iza 

'•'."...200 

Skip If AC = O. 


sna 

1200 

Skip If AC * O. 


snl : v' 

400 

Skip If Link * 0. 


szl 

1400 ' 

Skip If Link a 0. 


skp 

1000 

Skip unconditionally 

' 1 '• ; 

Cll 

4000 

Clear Link. 0 ■=> C(L) 


cla 

10000 

Clear AC. 0 => C(AO . . ' 

• : 2 


IN-OUT TRANSFER GROUP ’ 

The instructions in this group are similar to the Operate Group instructions 
pJorp«n t r he nnri Pe ^ a;n ^i th . tran ! fe ' 1 ot information between the Central 
Mntra| S ?nputout^it°devlces UtOUtPlrt deV ‘ CeS - BitS 4 thf00gh , 17 select 


Mnemonic Octal Thne 
- Code Code (*sec) 
_f. fot 70xxxx 


8 


■■ 1 

0 V 

1 


CCAC^i final 
0 

0 . 

1 


Augmented instructs 
address portion of 
do not address a m 


I 


AUGMENTED INSTRUCTIONS 


provide micro programming capability by using the 
instruction to select logical operations. These instructions 
ifJry register. . 


The following iristruipn loads itself into the AC. 

law 76 -JB 


The address portion of this Instruction may bo used to specify 
& constant. ^ ' 


• ; . ... Operation • . ' .J;.',;-.-. i : : 

!r u C U irf T I?. nS,0 i r ’ J h,s ^“ruction which forms a micro program 

forms* a mlcm nm.re J° p, C5 S’ ? ov , ice The Instruction 

torms a micro program and has the following format: 

Function Command Bits 

Specifies the In-out instruction (Operation Code 1110) 0 3 

May be used to select sub-device 4.5 

Selects the device g_j j 

May be used to select sub-device 12 

Clears the AC at event time - 1 if a ONE . 13 

Transfer* an IOT pulse at event time 3 If a ONE IS 

Transfers an IOT pulse at event time 2 if a ONE 16 

Transfers an IOT pulse at event time 1 If a ONE 17 

rnmm» 3 o’i 7 «**£?« }?S 0,h * f In any combination to allow various types of In-out 

jJUUJDSUJ* and * hes e 2ay handle 1. 2. or 3 devices per selection (bits 4-12) 

hi 2 microseconds h ° ,aqiJ,r * m of ,he dovlcet - The spacing between event times 


PROGRAMMING AIDS 

Several programs are supplied with each PDP-4 to assist the pro- 
grammer in routine tasks. They include: an assembly program, a 
debugging tape. Double Precision Floating Point routines, main- 
tenance routines, a tape reproducer, punch routines, an octal debug- 
ging routine, demonstration programs, an algebraic compiler, and a 
floating point functions program which will allow various functions, 
such as double precision sine, to be computed. 



DIGITAL COMPUTERS 


Programmed Data Processors 1, 4, 5, and 6 are general purpose, stored program, digital 
computers capable of a wide variety of data processing and control functions. All are con- 
structed of highly reliable Digital System Modules and include built-in provisions for marginal 
checking. The resulting overall reliability, calculated from operating logs of numerous in- 
stalled systems, has earned Programmed Data Processors a reputation for trouble-free 
performance. An exceptionally varied line of standard and unique input-output devices is 
available, and powerful control facilities are provided in the computers to handle these and 
other devices. 

Complete programming aids accompany each Programmed Data Processor. The package 
with each computer includes a compiler, and assembler, on-line debugging routines, an edi- 
tor, and utility, arithmetic, and maintenance routines. Supporting these aids are free training 
courses at Digital on the use of the equipment, programming and maintenance manuals, and fee 

membership in DECUS, the Digital Equipment Computer Users Society. DECUS provides a 
medium of information exchange, a library of programs, and regular documentation of DECUS 
activities. ; 



PDP-5, because of its low cost and high 
speed, brings the advantages of digital 
data processing techniques to a broad 
new market. In spite of its compact size, 
the basic computer has all of the essen- 
tial elements of larger systems — ran- 
dom access core memory, arithmetic 
processor, input-output control (includ- 
ing program and data interrupt), and 
operator controls and indicators. With 
these features, PDP-5 can be used 
either as an independent information 
handling system or as the control ele- 
ment in larger systems. It can also be 
used for format conversion and digital 
training. The input-output interface is 
extremely flexible and has ample provi- 
sion for expansion. The optional Auto- 
matic Multiply and Divide Type 153 
shortens these arithmetic operations 
to 102 and 114 microseconds, 
respectively. 

Specifications: 

Word Length 12 bits 

Arithmetic 2's complement 

Memory 6 ^sec, 1024 or 4096 

words 

In-Out Transfer 166,000 words per second 

Instructions 8, expandable as option- 
al equipment is added. 

Micro-instructions provide 
17 additional operate and 
conditional functions. 
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PDP-l is capable of 
both scientific data 
processing and in- 
put-output operations. A large and complete order code has 
earned PDP-l a reputation for versatility in a variety of in- 
stallations. The Sequence Break system allows the operation 
of the main program concurrent with input-output transfers. 
Essential hardware for building a time-sharing system is stand- 
ard equipment. 


Among the options for the central processor are: Automatic 
Multiply and Divide Type 10, which shortens multiply and divide 
times to 19 and 35 microseconds, respectively; Memory Module 
Type 12 (4096 words) and Memory Extension Control Type 15, 
which enables the expansion of memory to 65,536 words; High 
Speed Channel Control Type 19 and High Speed Data Channel 
Type 131, which provide direct memory access for high speed 
devices such as magnetic tape systems; and Multiple Channel 
Sequence Break, which contains up to 256 channels. 


Specifications: 
Word Length 
Arithmetic 
Memory 
In-Out Transfer 
Instructions 


18 bits 

l's complement 
5 ix sec, 4096 to 65,536 words 
200,000 words per second 
38, expandable as optional equipment is add- 
ed. Includes multiple-step indirect addressing 
and Boolean operations. Micro-instructions 
provide 12 variations of arithmetic and logical 
shifting, and 15 basic conditional skip 
instructions. 


PDP-6 is designed for very high capacity scientific data processing 
and time sharing. It is a medium sized system with several large 
machine features (including 16 accumulators and 15 index registers) 
and provision for expansion to a much larger size. PDP-6 system elements — processors, memories, and input-output 
equipment — are interconnected by busses and operate asynchronously with respect to each other. As a result, each 
operates at its own fastest speed, and overall system efficiency and speed are greater than in conventional synchro- 
nized systems, PDP-6 contains all of the hardware necessary for time-shared use and a monitor program to control 
time-shared operations. 

Using the Type 166 Arithmetic Processor, PDP-6 can directly address up to 262,144 locations in memory and 
can connect to a maximum of 128 input-output controls, some of which may be tied to several devices. No ex- 
ternal data channels are required, since the Arithmetic Processor provides the control information and data path 
for all devices. The 166 has 16 accumulators and/or 15 index registers which are automatically stored in mem- 
ory after each instruction. 




Specifications (with Type 166 Arithmetic Processor): 

Word Length 36 bits 
Arithmetic 2’s complement 

Memories Core memory: 2 M sec, 16,384 to 262,144 words. Fast Memory: 0.4 ^sec, 16 words 

Instructions 363, with extra assignable operation cedes. Includes fixed and floating point arithmetic, logical or 

Boolean, memory and accumulator modification and testing, half word, and byte manipulation. 
Simplified mnemonics. '{ 




1 


All four computers are furnished with complete j 
software. Compilers and assemblers allow the pro- li 
grammer to write his programs in a simplified, ■■ 
pseudo-mathematical form and utilize the com- | 
puters themselves for rapid assembly into' machine s 
language form. PDP-4, 5, and 6 have FORTRAN j 
compilers; PDP-l has DECAL, an adaptation of j 
ALGOL. 


Editing and on-line debugging programs use the 
same symbolic language as the assembly systems. 
This means that debugging is carried out in the 
same language as the program being debugged, 
eliminating the creation and reassembly of new 
symbolic tapes each time an error is found. 

The arithmetic subroutines include a complete 
floating point package. Input-output subroutines are 
prepared for most of Digital's standard optional 
devices. The maintenance routines provided are 
extensive. 




element in an 


information processing system or as an independent scientific 
data processing facility. Its input-output interface, the Real 
Time Control, allows PDP-4 to control a large and varied assort- 
ment of peripheral devices, while its speed, order code, and 
software system (including FORTRAN II) give the computer a 
strong data processing capability. 

The speed of arithmetic operations can be increased with the 
optional Extended Arithmetic Element Type 18. Other central 
processor options include: Memory Module Type 135 (8192 
words) and Memory Extension Control Type 16 which enables 
the expansion of memory up to 32,768 words; the Serial Drum 
Type 24, available in sizes of 16, 32, and 65 thousand words; 
and the Automatic Priority Program Interrupt Type 143, which 
contains 8 channels with priorities (assignable by program) 
for input-output transfers. 


Specifications; 


Word length 
Arithmetic 
Memory 
In-Out Transfer 
Instructions 


18 bits 

l's or 2 s complement 
8 ,'xsec, 4096 to 32,768 words 
125,000 words per second 
16, expandable as optional equipment is add- 
ed. Micro-instructions provide 17 additional 
operate and conditional functions. 


Cooyright 1964 by Disital EauiDment Corooration 



INPUT- OUTPUT OPTIONS 



DISPLAY AND PLOTTING EQUIPMENT 

Precision, ultra-precision, incremental and oscillo- 
scope cathode ray tube displays convert digital data 
into graphic and tabular form. Light Pen detects and 
identifies plotted points; Symbol Generator plots 
symbols in four sizes on scope face. Incremental 
Plotters give hard copy graphs and histograms. 

PERFORATED TAPE AND CARD EQUIPMENT 
Paper tape punches operate at 10 and 63 charac- 
ters per second; readers, at 10, 300, and 400. Card 
punch controls permit operation at 100 or 300 cards 
per minute; card readers, at 200 or 800. 

PRINTERS 

Automatic line printers produce hard-copy output 
data from 300 to 1000 lines per minute, with 120- 
column lines and any of 64 characters per column. 
Teleprinters permit on-line inputs and outputs from 
the control console or remote stations at 10 char- 
acters per second. 

MAGNETIC TAPE EQUIPMENT 
Micro Tape, a new type of fixed address magnetic 
tape system, provides on-line program debugging 
or high speed loading and readout. Read-write- 
search speed is 80 inches per second. Data is re- 
corded redundantly, and the tape bears a permanent 
timing track for locating desjred blocks or words. 



DUAL MICRO TAPE TRANSPORT 


Total storage, the equivalent of 4000 feet of per- 
forated tape, is three million bits per reel. 

Digital's other magnetic tape units include auto- 
matic and programmed controls and high and low 
density transports. Speeds are 75 and 112.5 inches 
per second for reading and writing at densities of 
200, 556, and 800 bits per inch, giving a range 
of transfer rates from 15,000 to 90,000 characters 
per second. Formats are compatible with IBM. 
Transports include Digital's new electro-pneumatic 
design for lowest tape stress and wear. 

MAGNETIC DRUM SYSTEMS 
Drums, controls, and processors provide mass mem- 
ory capability and direct access to core memory. 
Sizes range from a 16,384 19-bit -word drum with 
a 61 -microsecond (serial) word transfer time to 
1,048,576 36-bit words and a 6.37 -microsecond 
(parallel) word transfer time. 

ANALOG-DIGITAL CONVERTERS 
General purpose analog-to-digital converters offer 
36 front-panel selections of speed, accuracy, and 
word length. Maximum speed: 6 bits, 1.6%, 9 
/isec. Maximum accuracy: 11 bits, 0.5%, 88 
Msec. High speed unit converts 10 bits in 5 jisec. 
Digital-to-analog equipment has a maximum read-in 
rate of 400 kc with 12 bits. All speeds may be 
limited by the computer's memory cycle time. 



PRECISION CRT DISPLAY WITH LIGHT PEN 
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RD P-5 for 

SYSTEMS CONTROL 
DATA CONTROL 
DATA COLLECTION 
DATA REDUCTION 
FORMAT CONVERSION 
DIGITAL TRAINING 

1/ 


Digital’s Programmed Data Processor-5 answers the need for a low cost, high 
reliability digital computer to be used either as an independent information han- 
dling facility or as the control element in larger systems. 

The PDP-5 is a single address, fixed word, stored program computer operating 
on 12-bit, 2’s complement binary numbers.lt has a 6 microsecond memory cycle 
time and fully parallel processing, which provide a computation rate of 55,555 
additions per second. 

The interface is extremely flexible, accommodating a wide range of external 
devices, and there is- ample provision for future expansion . 

The use of solid state components and provision for marginal checking help 
to assure machine reliability, even under extreme operating conditions. 

The basic PDP-5 system includes the Central Processor, 1024 or 4096-word 
random access Magnetic Core Memory, Printer- Keyboard and Perforated Tape 
Reader-Punch, and Input-Output Control. Standard features include a complete 
order code structure, indirect addressing, data interrupt, and program interrupt. 



STANDARD PDP-5 

The standard Programmed Data Processor-5 is contained in a single bay. 
Additional bays are available to accommodate options ordered or planned. The 
major components of the basic computer are: 


INTERNAL PROCESSOR metic operations, 

provides memory access and controls information entering or leaving the machine. 
It consists of the six registers and two information handling elements. 

MEMORY ADDRESS REGISTER (MA) — used to address a word in memory: 
provides addressing for 1024 or 4096 words of memory. ^ 

MEMORY BUFFER REGISTER (MB) — holds information which is being writ- 
ten into or read out of the core memory. 

INSTRUCTION REGISTER (IR) — contains the instruction currently being per- 
formed by the machine. 

ACCUMULATOR (AC) — performs the arithmetic operations, together with the 
Memory Buffer Register. 

CARRY LINK (L) — used to extend the capabilities of the Accumulator; greatly 
simplifies multiple precision arithmetic. 

SWITCH REGISTER — contains the word to be deposited in the Memory 
Address Register or Core Memory or to be read into the Accumulator under 
program control. 

INPUT MIXER — allows information to be fed into the Accumulator. 

DEVICE SELECTOR (DS) — produces pulses which transmit information 
through the Information Distributor or read in information through the Input 
Mixer. 


OPERATOR CONSOLE keys and switches to oper- 
ate the machine and to observe and modify the status of the Interna! Processor. The 
functions of the keys and switches are described on Pages 4 and 5. 


A yj 4 D V provides storage for instructions to be performed by the 
IVIL.IVI VJiX T Internal Processor and holds information being collected 
or distributed. This is a random access, magnetic core memory available with either 
1024 or 4096 words. 



IN-OUT SKIP INPUT 
DATA BREAK REQUEST 
DATA DIRECTION 
INCREMENT REOUEST 
PROGRAM INTERRUPT INPUT 
JN-OUT TRANSFER. CLEAR 
ACCUMULATOR INPUT 

IN-OUT HALT INPUT 
RESTART INPUT 


INPUT-OUTPUT 

CONTROL 


TO AND FROM 
ALL BLOCKS 


SWITCH 

REGISTER 


MEMORY 

ADDRESS 

MA 


ACCUMULATOR 

AC 


INPUT 

MIXER 


DEVICE 

SELECTOR 

DS 
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data to or receiving data from external devices, 
of inputs. 


DATA BREAK — permits the transmission of data directly to core memory. 
It includes three types of requests — Data Break Request, Data Direction, 
and Increment Request. An Increment Request transfers the next block of 
data to the next address without respecifying. 


PROGRAMMED IN-OUT — makes it possible to specify iot instructions which 
affect the state of selected devices. The iot instruction is micro-programmed to 
allow one basic instruction to handle many devices. The command pulses occur 
at various times to allow flags to be sampled (and an instruction skipped), 
buffers to be cleared, and dSfe to be transmitted to or from the Accumulator. 


IN-OUT SKIP INPUT (IOS) — allows computer programs to skip according 
to selected extra machine states. 


irs ares’ located oh a 




computer. 


.CONTINUE 


IN-OUT HALT - — permits the computer to be halted during the time external 
devices are operating and then restarted by a pulse from the device. 

IN-OUT TRANSFER, CLEAR ACCUMULATOR INPUT — enables the buffers 
to be cleared. 

PROGRAM INTERRUPT INPUT — allows external devices to interrupt the 
computer program under certain predetermined conditions. 



STANDARD INPUT-OUTPUT IZZ 

and Tape Reader-Punch unit permits the operator to receive data from or send it 
to the Internal Processor. It is standard Teletype equipment with a speed of 10 
characters a second. 


EXAMINE 


Sets the contents of the memory cell selected by . the' memory . 
address register into the accumulator and the memory buffer. The 
memory address register will then be incremented by one. 

Sets the word selected by the switch register into the memory at 
the location specified by the memory address register. The results 


DEPOSIT 


will remain in the memory buffer. The memory address register will 

then be Incremented , by one. 

Deposits the contents of the switch register' in the memory address 
register. |gg * 

. - • •- ' ■ , - 

Contains a ;word to be manually deposited into memory or irito. the^fs^Vw^y^ 
memory addressiregfster by meahs 'of the i6ad. addresWbrdeposit|^^o4^ 


LOAD - • '• 
;; Address 


SWITCH . : 
REGISTER 


keys. The contents of the switch register may also be brought; into: 
the accumulator ; under' 

program .'one 'cycle at a time so'.fhat the i state -;of the machine can 

be examined' at each : step.--:fe 


SINGLE 

STEFCS 




SINGLE 

'^.INSTRUCTION 

Grower 

W9&t&s9S 

TT- SWITCH it'vU/ 


Turns oh 

- | 

.Disables all keys on the console and turns on the power' 


w$m 

S®S 'O-Yir. 
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PDP-5 INSTRUCTIONS 

The PDP-5 instruction format includes three bits for the instruction code, one bit for 
indirect addressing, one bit for memory page addressing, and seven bits for the 
address of the operand. 


jO I 1 i 2 j 3 I 4 I 5 6 ; 7 ; 8 [ 9 j 10 | 111 


Instruction 

Code 


Operand Address 
— Memory Page Sit 
Indirect Bit 


When the indirect bit is a ONE, indirect addressing (or deferring) is specified A 
defer memory cycle- is required during which time the contents of the memory cell 
addressed is selected and the entire contents of this cell are used as the effective 


address of the original instruction. In addition, if the cell indirectly addressed is 
a ONE is added to the contents of that cell before they are used as the 
effective address. 

Ck 

Instruction execution times are multiples of the 6 -microsecond cycle time. Jump, 
m-out transfer and operate are performed in 12 microseconds; and, add, index and 
deposit take 18; jump to subroutine requires 24. 


In the memory addressing scheme for PDP-5, memory is considered to be divided 
into blocks of 128 words. Each block is called a “page," and pages are numbered 
starting with 0. A directly addressed memory reference instruction may refer to 
either page 0 or the page on which the instruction is located. If bit 4 is a ONE, the 
reference is to the page we are presently on. Thus, any instruction may directly 
address 256 words of memory. All other portions of memory are referred to by 
indirect addressing. An indirect address refers to a full 12- bit word which may 
address any cell in 4,096 words of memory. 


MEMORY REFERENCE INSTRUCTIONS 


Addressable or memory reference instructions are instructions which contain a 
memory address. The address portion of the instruction word specifies the location 
of an operand in the memory. 


MNEMONIC OCTAL 
CODE CODE 


OPERATION 


TIME 

(aSEC) 


nd Y 0 Logical AND. The logical AND function is performed 18 

on a bit by bit basis between the contents of the ac- 
cumulator and the contents of Y. The result is left in 
the accumulator and the original contents of the ac- 
cumulator are lost. 


tad Y 1 2 ’ s complement add. The contents of Y are added to 18 

the contents of the accumulator in 2’s complement 
arithmetic. If there is a carry out of bit ZERO of the 
accumulator the link will be complemented. This fea- 
ture is useful in multiple precision arithmetic. 


' sz ^ 2 Index and skip if ZERO. The contents of Y are replaced 18 

by the contents of Y plus ONE. The contents of the 
accumulator are unaffected by this instruction. If the 
resulting sum is ZERO, the instruction following the 
isz is skipped. 


dca Y 3 Deposit and clear accumulator. The contents of the 18 

accumulator are deposited in memory register Y. The 
accumulator is then cleared. 


jms Y 4 Jump to subroutine. The contents of the program coun- 24 

ter contained in register ZERO are deposited in regis- 
ter Y. The next instruction will be taken from Y + 1. 


jmp Y 5 Jump. The contents of the program counter contained 12 

in memory register ZERO are reset to address Y. The 
next instruction that will be executed will be taken 
from memory register Y. The original contents of the 
program counter are lost. 


AUGMENTED INSTRUCTIONS 


Augmented instructions provide micro -programming capability by using the address 
portion of the instruction to select logical operations. These instructions do not 
address a memory register. 


MNEMONIC OCTAL 
CODE CODE 


OPERATION 

In-out transfer. This instruction is used to select an 
input or output device. The instruction forms a micro- 
program and has the format indicated in "In-Out 
Transfer Instruction Group.” 


Operate. The operate instruction is a micro-program- 
ming instruction; that is, various actions are specified 
by individual bits of the address portion of the instruc- 
tion. Within certain limitations, several actions can be 
called for in the same operate instruction. The operate 
is also the conditional skip instruction. When a par- 
ticular condition is present, the following instruction 
will be skipped. Since the operate instruction is not 
deferrable, the indirect bit 3 is used to specify two 
classes of operate instructions. The operations are 
specified by bits as indicated in "Operate Instruc- 
tion Group." 


OPERATE INSTRUCTION GROUP 

These instructions use bits 5 through 1 1 to specify variations of the basic instructions. 


MNEMONIC 

CODE 


OPERATION 


OCTAL CODE OF 
ADDRESS PART 


SEQUENCE OF 
OCCURRENCE 


’nop 

No Operation 

0 


cla 

Clear Accumulator 

200 

1 

ell 

Clear Carry Link 

100 

1 

cma 

Complement Accumulator 

40 

2 

cml 

rar 

Complement Carry Link 

Rotate Accumulator and 

20 

2 

rai 

Link right one position 

Rotate Accumulator and 

10 

2 

rtr 

Link left one position 

Rotate Accumulator and 

4 

2 

rtl 

Link right two positions 

Rotate Accumulator and 

12 

2 and 3 

iac 

Link left two positions 

6 

2 and 3 

Index accumulator 

1 

3 

5 cla 

Clear Accumulator 

200 

1 

skp 

Skip Unconditionally 

10 

2 

sma 

Skip on — Accumulator 

100 

1 

sza 

Skip on zero Accumulator 

40 

1 

spa 

Skip on + Accumulator 

110 

1 and 2 

J sna 

Skip on non- zero Accumulator 

50 

1 and 2 

snl 

Skip on Link equals one 

20 

1 

szl 

Skip on Link equals zero 

30 

1 and 2 

osr 

Or with switch register 

4 

2 

hit 

Halt 

2 

1 


IN-OUT TRANSFER INSTRUCTION GROUP 
The instructions in this group are similar to the Operate Group instructions except 
they pertain to the transfer of information between the Central Processor and various 
input-output devices. Bits 3 through 11 select and control input-output devices. 


FUNCTION 

Specifies the in-out transfer instruction (Operation Code 6) 
Selects the device 

Transfers an IOT pulse at event time 3 if a "one" 

Transfers an IOT pulse at event time 2 if a "one” 

Transfers an IOT pulse at event time 1 if a “one" 


COMMAND BITS 


OPTIONAL INPUT-OUTPUT EQUIPMENT 


i 

j 

i 




i? 


3 

i 

a 

3 




HIGH-SPEED PERFORATED 
TAPE PUNCH AND CONTROL 
TYPE 75 

Punches 8-hole tape at 63.3 characters a second. 


HIGH-SPEED PAPER TAPE READER 
TYPE 750 

Reads perforated paper tape photo-electrically at 
300 characters a second. 


8 / 


MAGNETIC TAPE TRANSPORT 
TYPE 50 

Reads and writes IBM-compatible magnetic tape at 
a transfer rate of 15,000 cps. 


AUTOMATIC MAGNETIC 
TAPE CONTROL 
TYPE 57A 

Automatically controls up to eight Type 50 Magnetic 
Tape Transports. Provides information transfer 
through the computer’s data interrupt facility. Con- 
trols tape reading or writing at a 15,000 cps trans- 
fer rate, 200 bits per inch. The tape format is 
compatible with that of IBM equipment. 


PRECISION CRT DISPLAY 
TYPE 30D 

Plots data point by point on a 16-inch CRT. Ten-bit 
X and Y coordinates are separately variable. 


LIGHT PEN 
TYPE 32 

Detects information displayed on a Type 30D Dis- 
play and sends identifying signal to the computer. 


DUAL MICRO TAPE SYSTEM 

Provides a fixed-address magnetic tape facility for 
high-speed loading, reading, and program updating. 
Consists of a Type 555 Transport Unit and a Type 
550A Control Unit. 


INCREMENTAL PLOTTER 
AND CONTROL 
TYPE 350 

Plots points on chart paper 12 or 31 inches wide. 


ANALOG-TO-DIGITAL i 

CONVERTER 
TYPE 137 

Wired into the computer, but modules to activate j 
it are optional extras. Uses the successive approxi- 1 
mation technique. Offers accuracy of up to 11 bits, 
depending on speed required. 


OSCILLOSCOPE DISPLAY 

TYPE 34 ADDITIONAL EQUIPMENT BAY 


Mn^| d pM bS? by T < ektroni ^ Oscilloscope Accommodates optional equipment requiring more 

Moaei km 503 using 10 bits for each axis. space. 



Programmed Data Processor-5 
with extra bay in Pulse Height 
Analyzer configuration 


